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Fig. 17 Fig. 18 

When adjusting, remove the cover of the upper arm, insert the 
screwdriver into Hole H, loosen Screw G and turn Pin F till the correct 
needle stroke is obtained. (fig. 18) 

E. Spreader Position Adjustment 
1. Standard Position 

The standard position of the spreader is obtained by Crarik A and Shaft 
B. When assembling align the dot on the crank with the center of the V slot 
of the shaft. (fig. 19) 

11. Left and Right Position 
When the long finger point of the spreader touches the center line of the 

needle, the distance between the center of the long finger point and the left 
edge of the needle hole should be almost 2mm. (Fig. 20) 
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Fig. 19 Fig. 20 

When adjusting 
a) Loosen Bolt E, and move Eccentric Bushing D left and right. Tighten Bolt 

E again when the correct position is obtained. (Fig. 21) 
b) Turn the machine pulley to see if Spreader F collides with Point G of 
Needle Guard K (Fig. 22). If it does move the eccentric bushing left a little. 
c) Adjust the relative position for the dot on the crarik to the V slot. When 
adjusting the left and right position of the spreader, you must base on the 

specific conditions and choose suitable steps for adjustment. 

111. Up and down Position 
The clearance between the long finger point and the needle should be Jess 
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than 0.05mm when crossing (Fig. 20). 
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Fig. 21 Fig. 22 

When adjusting 

a) Loosen BoltE (Fig. 21) and tum Eccentric Bushing D till the clearance is 
obtained with the spreader at the right end. 

G 

Fig. 23 Fig. 24 

b) After adjustment, make sure the needlepoint should be in the center of the 

opening of spreader C with the spreader at the left end (Fig. 23) 

tv. Back and Forth Position 

Adjust the back and forth position as follows: 

a. Adjust the position of the dot point on the crank in relation to the V 

slot of the shaft (Fig. 19). 
b. Loosen Nut F and Screw H and tum the spreader to adjust the 

position. 
If the above adjustment still cannot come to satisfaction, loosen screw K and 

move the spreader slightly back or forth for optimum position. Be sure the 

clearance between the front edge of the spreader sha:ft and Spreader C should 

be less than 0.5mm. 

F. Feed Lifting Position Adjustment 
1. Left and Right Position 

The center of Feed Lifting Wheel C should coincide with the center of 

the V slot of the pressing plate (Fig. 25 & 26). 

R 
From the library of: Superior Sewing Machine & Supply LLC



L 

D "V" 
),~ 

~c 
Fig. 25 Fig. 26 

Adjustment is to be done as follows (Fig. 27): 
a. Loosen Screw C and turn Screw B, making sure Adjusting Bar A 

will not move axially but can rock freely. Then tighten Screw C 
agam. 

L 

Fig. 27 Fig. 28 

b. Loosen Screw E and Screw G and move the feed lifting shaft left 
or right. Tighten Screw E and G again when the position (Fig. 25), 
making sure the feed lifting shaft will not move axially but can 
rock freely, and it will not collide with left and right presser feet. 

c. Loosen Screw A and move Pressing Plate D left and right, 
making sure the center of the V slot of the pressing plate 
coincides with the center of the feed lifting wheel. After adjusting, 
tighten the screw again. 

11. Back and Forth position 
The back and forth position of the feed lifting wheel is based on the first 

stitch. When Needle Point P is crossing the center of the feed lifting wheel, 
the distance between the backside of Feed Lifting Wheel L and the center of 

the needle should be 5mm (Fig.28). 
When adjusting tum the machine pulley to bring the needle point to 

cross the center of Feed Lifting Wheel L (Fig. 28). Then loosen Screw G and 

rotate Feed Lifting Shaft H to make sure the backside of Feed Lifting Wheel 
is 5mm from the needle center (Fig. 28). After adjusting, tighten Screw G 
again. 

m. Assembling and Disassembling the Feed Lifting Wheel 

() 
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When assembling and disassembling Feed Lifting Wheel L, pay 
attention to the left twisted engagement between the screw thread on the left 
end of Feed Lifting Shaft Hand NutJ and,be sure not to damage the screw 
thread. The V notch must align with Pin N in assembling (Fig. 29) 

G. Adjust Presser Foot Pressure 
The pressure of the presser foot should be adjusted as per the thickness 

of sewing fabric. As a rule the pressure should be higher for heavy weight 
material and lower for light weight material. When adjusting remove Screw 
A and Cover B, and tum Nut C (Fig. 30) clockwise for higher pressure or 
counterclockwise for lower pressure. 

H. Adjust Thread Tension 
Thread tension is much related with sewing quality. Too high tension 

will cause problems such as puckering, thread breaking, etc, while too low 
tension will cause skipping, floating and uneven stitches. As a rule longer 
stitches need lower thread tension and shorter stitches need higher thread 

tension. 
When adjusting, rotate Nut L clockwise for more thread tension or 

counterclockwise for less thread tension (Refer to Fig. 6). 

6. Machine Supply 

Machine can be supplied as head only or complete. 

7. Standard Accessories 

(!)Screw Driver 
(2)0iler 
(3)Nee;dle 
( 4)Spreader 
(S)Pad 

(6)Cushion 
(?)Base 

2pcs (I each for long and short) 

lpc 
2pcs 
lpc 
4pcs 

2pcs 
lpc 

1() 
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(8)Knee Lifter Assy I set 
(9)Screw 4pcs 
(IO)Nut 4pcs 
ODWasher 4pcs 
(IZ)Thread Stand I set 
(l3)Instruction Manual lpc 
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PARTS LIST 
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l.ARM&BED 

Ref. Nos. Parts No. Description Quantity 

1 GKl-2 Arm cover 1 

2 GSl-2 Screw 1 

3 GS7-2 Cone screw 2 

4 GK3-2 Side cover 1 

5 S40 Screw 2 

6 GK4-2 Back cover 1 

7 GS6-2 Screw ' l 

8 GK2-2 Top cover 1 

GR3-2 Pipe 2 

9 S40 Screw 4 

10 GRI0-2 Rubber plug 1 

1 1 GQl-2 Bed 1 

12 GK6-2 Oil cap 1 

13 .GS6-2 Screw 1 

14 GK5-2 Bed cover 1 

15 GS2-2 Screw 1 

16 GR14-2 Rubber cushion l 

17 GR15-2 Rubber cushion 1 

18 GR16-2 Seat 1 

19 GRI7-2 Rubber cushion 1 

20 GS103-2 Screw 4 

21 GR18-2 Rubber cushion 4 

22 GR201-2 Washer 4 

23 GLlOl-2 Nut 4 
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2.Main Shaft Mechanism 

Ref. Nos. Parts No. Description Quantity 

1 G01-2 Bushing (left) 1 

2 GS37 Set screw 2 

3 GR4-2 Felt 2 

4 GRI-2 Plug 1 

5 G03-2 Balance 1 

6 GS8-2 Set screw 1 

7 GS9-2 Set screw 1 

8 G07-2 Bushing (right) 1 

9 GZ2-2 Main shaft 1 

10 G04-2 Eccentric bushing 1 

11 GS50 Set screw 1 

12 GS50 Set screw 1 

13 GHI-2 Link 1 

14 GX3-2 Pin 1 

15 G0 5-2 Eccentric bushing 1 

16 GX2-2 Slide pin 1 

17 G06-2 Gear bushing 1 

GCI-2 Gear 1 

GXI02-2 Rivet 3 

18 GC2-2 Pinion 1 

19 GS43 Set screw 2 

20 GC4-2 Idle pinion 1 

GC3-2 Idle gear· I 

G010-2 Gear bushing 1 

GZ3-2 Gear bar 1 

GX103-2 Rivet 3 

21 G09-2 Eccentric bushing 1 

22 GS37 Set screw 1 

23 G08-2 Collar 1 

24 GS43 Set screw 2 

25 GPI-2 Hand wheel 1 

26 GS37 Set screw 2 
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3.Feed Dog & Needle Shaft Assy. 

Ref. Nos. Parts No. Description Quantity 

1 GR164 Oil ring 2 

2 GRll-2 Felt 1 

3 GRll-2 Felt 1 

4 GR30-2 Needle clamp 1 

5 CS15-2 Set screw 1 

6 GZ6-2 Needle shaft 1 

7 G019-2 Coll!\1' 1 

8 GS43 Set screw 2 

9 G018-2 Bushing (front) 1 

10 G017-2 Bushing (back) 1 

11 GS8 Set screw 2 

12 GH4-2 Crank 1 

13 GS61 Set screw 1 

14 GS55 Screw 1 

15 GR3l-2 Needle damp plate 1 

GR32-2 Thread guide 1 

16 GS16-2 Set screw 1 

17 GVI-2 Needle 1 

18 GR29-2 Pin 1 

GR25-2 Cap (upper) 1 

GR26-2 Connectiong rod 1 

GR27-2 Cap (lower) 1 

G015-2 Eccentric bushing 1 

G014-2 Slide bushing 1 

GOB-2 Eccentric bushing 1 

19 GS14-2 Screw 2 

20 GS55 Screw 2 

21 GSB-2 Set screw 1 

22 GSI2-2 Set screw 2 

23 GR21-2 Steel ball 1 

24 GW3-2 Spring 1 

25 GR28-2 Cover 1 

26 GS44 Screw 2 
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3.Feed Dog & Needle Shaft Assy. 

Ref. Nos. Parts No. Description Quantity 

27 GOI6-2 Plunger I 

GW5-2 Spring 1 

GX4-2 Pin 1 

GR24-2 Button 1 

28 GS45 Set screw 2 

29 GH2-2 Feed bar 2 

30 GMl-2 Feed dog 1 

31 GR202-2 Spring washer 1 

32 GSI0-2 Screw 1 

33 GH3-2 Feed rock bar 1 

GZ5-2 Pin I 

34 GSC37 Set screw 1 

35 GSII-2 Set screw 1 

36 GZ4-2 Pin 1 

37 GOi2-2 Eccentric bushing 1 

38 GOII-2 Bushing 1 

39 GS45 Set screw 2 

40 GR21-2 Steel ball 1 

41 GW2-2 Spring 1 

42 GR20-2 Knob 1 

43 GS58 Set screw 2 

44 GR!9-2 Indicating plate 1 

c 
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4. Spreader Mechanism 

Ref. Nos. Parts No. Description Quantity 

1 G020-2 Position ring 1 

GZ7-2 Driving bar 1 

GR33-2 Felt 1 

GR34-2 Felt 1 

GR35-2 Joint (back) 1 

2 GS19-2 Screw 2 .. 
Nut· • 3 L3 1 

4 GS43 Screw 2 

5 GR36-2 Joint (front) 1 

6 GS20-2 Screw 2 

7 GX5-2 Pin 1 

g GSI8-2 Screw 1 

GH5-2 Crank 1 

9 GR39-2 Rock arm (front) I 

GR38-2 Rock arm (back) I 

GR37-2 Ball 1 

10 GZ8-2 Spreader bar 1 

11 GLI-2 Nut 1 

12 GS22-2 Screw 2 

13 GS21-2 Set screw 1 

14 GS25-2 Set screw 1 

15 GS23-2 Set screw 1 

16 GNI-2 Spreader 1 

17 GZ9-2 Rock arm shaft 1 

G021-2 Eccentric bushing 1 

18 GS17-2 Bolt 1 
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5. Needle Plate Assy. 

Ref. Nos. Parts No. Description Quantity 

1 Needle plate assy. l 

2 GM2-2 Needle plate l 

3 GR46-2 Needle guard l 

4 Sl6 Screw 1 

5 GR47-2 Feed guide 1 

6 GR34-2 Screw 1 

7 GR43-2 Feed retaining plate 1 

8 GS31-2 Screw 1 

9 GZl0-2 Bar 1 

10 GR42-2 Supporting backet 1 

11 S40 Screw 1 

12 GW6-2 Spring 1 

13 GS28-2 Adjusting screw 1 

GX6-2 Pin 1 

14 GR48-2 Support 1 

15 S40 Screw 1 

16 GL2-2 Nut 1 

17 GR45-2 Stud 1 

18 GR44-2 Thread Retainer 1 

19 GS33-2 Screw 1 

20 GR49-2 Feed lifter 1 

21 GR50-2 Feed lifter 1 

GR51-2 Feed lifter (round head) 1 

22 GS27-2 Screw 1 

23 GR40-2 Needle plate support 2 

24 GS26-2 Screw 2 

25 GS29-2 Set screw 2 

26 GR203-2 Gasket 2 

27 GS30-2 Set screw 2 

1{) 
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6. Presser Foot Mechanism 

Ref. Nos. Parts No. Description Quantity 

1 Feed lifter 1 

2 GR204-2 Spring washer 1 

3 GL3-2 Nut 1 

4 GXI06-2 Pin 1 

5 GZll-2 Feed lifting shaft 1 

6 GR53-2 Collar 1 

7 GS037 Set~rew 1 

8 G022-2 Bushing 1 

9 GR52-2 Adjusting bar 1 

10 GS35-2 Cone screw 1 

11 GS48 Set screw 1 

12 GR54-2 Cone pin 1 

13 S3 Set screw 1 

14 GW7-2 Spring 1 

15 GS36-2 Screw 1 

16 GL5-2 Nut 1 

17 GX7-2 Pin 1 

18 GL4-2 Nut 1 

19 GZI2-2 Presser lifting shaft I 

20 G024-2 Bushing I 

21 GS48 Set screw 2 

22 G023-2 Collar 2 

23 GS43 Set screw 1 

24 GM3-2 Presser (left) 1 

GM4-2 Presser (right) 1 

GR59-2 Presser lifting lever (!aft) 1 

GR60-2 Presser lifting lever (right 1 

GX9-2 Pin 2 

25 GS45-2 Cone screw 2 

26 GL8-2 Nut 2 

27 GS43-2 Screw 2 

28 GW9-2 Spring 2 

29 GS44-2 Screw 2 

From the library of: Superior Sewing Machine & Supply LLC



6. Presser Foot Mechanism 

Ref. Nos. Parts No. Description Quantity 

30 GL7-2 Nut 2 

31 GR61-2 Support plate 2 

32 GS030 Screw 1 

33 GR55-2 Indicator 1 

34 GS38-2 Screw l 

35 GR58-2 Knob 2 

36 GR21-2 Steel ball 1 

37 GW8-2 Spring 1 

38 GS66 Screw 2 

• n 
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7. Feed Lifting Mechanism 

Ref. Nos. Parts No. Description Quantity 

1 0028-2 Collar (left) 1 

2 GS50 Set screw 2 

3 GTI-2 Stop cam 1 

4 GS48 Set screw 2 

5 GS47-2 Screw 1 

6 Ll Nut 1 

7 0027-2 Busping 1 

GS5-2 Gear 1 

8 GX13-2 Rock shaft 1 

9 GS48 Set screw 2 

10 0026-2 Eccentric bushing 1 

GXI07-2 Pin 1 

11 0025-2 Collar (right) 1 

12 GS50 Set screw 2 

13 GZ14-2 Eccentric shaft 1 

14 GR65-2 Retaining ring 1 

GX104-2 Pin 1 

15 GS47 Screw 2 

16 GR66-2 Knob 1 

GR67-2 Knob base 1 

17 GS48 Set screw 2 

18 GS12-2 Screw 2 

19 GR68-2 Indicating plate 1 

20 GR64-2 Bushing 1 

21 GW3-2 Spring 1 

22 GR21-2 Steel ball 1 

23 GH7-2 Crank 1 

24 GS037 Set screw 1 

25 GXI0-2 Pin 1 

26 GL8-2 Nut 1 

27 GR63-2 Cardo 1 

GH6-2 Link 1 

28 GS46-2 Screw 1 
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7. Feed Lifting Mechanism 

Ref. Nos. Parts No. Description Quantity 

29 GR206-2 Spring washer 1 

30 GL8-2 Nut 1 

31 GR62-2 Lever 1 

32 GS58-2 Screw 2 

33 GR205-2 Spring washer 2 

lh 
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8. Knee Lifter Mechanism 

Ref.Nos. Parts No. Description Quantity 

1 GR72-2 Stop block 1 

2 GS43 Screw 2 

3 GWll-2 Spring 1 

4 GXI2-2 Pin 1 

5 GZl7-2 Shaft 1 

6 G029-2 Retainer 1 

7 GS45 Screw 2 
0 

8 GR207-2 Spring washer 1 

9 GR76-2 Stop block 1 

10 GS43 Screw 2 

11 GZ15-2 Segment shaft 1 

GX6-2 Segment gear 1 

12 GR70-2 Bearing base 1 

13 GS50-2 Screw 2 

14 GTI-2 Cam 1 

15 GS55-2 Set screw 2 

16 GW12-2 Spring 1 

17 GX13-2 Pin 1 

18 GH9-2 Link 1 

19 GS27 Screw 1 

20 GR77-2 Roller 1 

21 GS53-2 Stud 1 

22 GL9-2 Nut 1 

23 GHS-2 Connection 1 

24 GS05 Screw 1 

25 GZ16-2 Bar 1 

26 GS52-2 Screw 1 

27 GR69-2 Presser block 2 

28 GS54-2 Screw 1 

29 GR75-2 Stop block 1 

30 GS037 Screw 1 

31 GS55 Screw I 

32 GHI0-2 Connection 1 
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8. Knee Lifter Mechanism 

Ref.Nos. Parts No. Description Quantity 

33 GS56-2 Screw 1 

34 GS51-2 Screw 1 

35 GR74-2 Retainer 1 

36 GS05 Screw 1 

37 G031-2 Bushing 1 

38 GS45 Screw 1 

39 GZ18-2 Shaft 1 

40 GR11-2 Bushing 1 

41 GS49-2 Screw 4 

42 GWl0-2 Spring 1 

43 GXll-2 Pin 1 

44 GR73-2 Bushing 1 

45 GS48-2 Set screw 1 

46 G030-2 Washer 1 
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9. Thread Tension Mechanism 

Ref. Nos. Parts No. Description Quantity 

1 GR12-2 Thread guide 1 

2 GS4-2 Screw 1 

3 GR13-2 Thread guide 2 

4 GS4-2 Screw 2 

5 L5 Tension nut 1 

6 GW15-2 Tension spring 2 

7 R57 Ten~on releasing disc 1 

8 GROI3 Thread tension disc 1 

9 GXI-2 Pin 1 

10 GS3-2 Thread tensions stud 1 

11 Ll Nut 1 

12 GZI-2 Prop pin 1 

13 GWI-2 Tension releasing spring 1 

14 GR2-2 Bushing 1 

15 CS48 Set screw 1 

16 G02-2 Eccentric bushing 2 

17 S18 Set screw 
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1 O.Cloth Plate Assy. 

Ref. Nos. Parts No. Description Quantity 

1 GR80-2 Cloth plate 1 

2 GX15-2 Pin 1 

3 GS49-2 Screw l 

4 GZ20-2 Stud 1 

5 GSI04-2 Screw 1 

6 G032-2 Spacer 1 

7 Sl8 Screw 1 

8 GS58-2 Screw 2 

9 GR78-2 Support base 2 

10 GS105-2 Screw 1 

11 GX14-2 Pin 2 

12 GW14-2 Spring plate (long) 1 

13 GW13-2 Spring plate (short) 1 

14 GS49-2 Screw 1 

15 GZ19-2 Knee lifting bar 1 

16 GR83-2 Pad 1 

17 GS49-2 Screw 1 

18 GR84-2 Cushion 1 
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SHANGHAI HUIGONG N0.3 SEWING MACHINE FACTORY 

ADD: 1418, Yishan Road, Shanghai, China 

Zip Code: 201103 

Overseas Business: TEL: 86-21-64853303 FAX: 86-21-64854304 

E-mail:highlead@online.sh.cn http://www .highlead.com.cn 

The description covered in this manual is subject to change for improvement of the commodity without notice 
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