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hole B.

2. Push in T and turn the machine by hand for a few
revolutions to make sure the oil is spread over contact
surfaces.

3. The sharpener must be always up in locked position when
starting.

BE CARETUL

a. Keep the machine in warm place in cold weather.

b. Repeat -short on & off before permitting the machine to
run continuously for preventing excessive friction between
contact surfaces.

c. Be sure that in 3-phase machine the direction of rotation
is as ARROW-INDICATION on C.

d. In case your cutter is of DUAL SPEED TYPE, please take
care of the following two points:

(1) Be sure to select the switch to the upper high speed
{Hl) in starting, and then, when full revolution has
been attained, to the lower speed (LO).

The switch is put off by selecting the intermediate OFF.

{2) The continuous operation at low speed (LO) should be
no more than 30 minutes. DO NOT OPERATE FOR
MORE THAN 30 MINUTES.

e. Use genuine KM oil, or at least same grade oil to avoid
any trouble on automatic lubrication system.

LUBRICATION

ONCE A WEEK

ONCE A MONTH

I oil tank A {always

keeping up to red line)

One drop oil to:

1. TubesM & N

2: Turn Kob-T

3. Pulley ShaftW

4, Belt Pulleys-V & H

Remove Splug and
insert KM grease
tube. Give pea-
size amount to the
opening.

5. Idler Gear D
1

|
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SHAPENER OPERATION

1. Put the machine away from piles of material.

2. Drop pressure foot by lever located next to operating
handle

3. Press lever E downard firm but not too quick.

BE CAREFUL

a. Do not operate sharpener without knife in machine.

b. Do not operate sharpner with cutting material laid in
machine.

¢. Do not shut off motor while sharpener is in motion.

d. If tever E is locked in halfway by too quick operation, lift
lever J to unlock and start again.

CARE

1. Blow lint out of motor and sharpener by blower or
something alike twice a week.

2. Lint around screw mechanism of sharpner inside cover K

must be cleaned once a week.

Clean the knife slide by slot cleaner once a day.

Remove lint from rollers in base plate. To prevent undue

accumulation of lint, do not oil plate rollers. lfro!!ersgck .
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das Schm!erloch B geben

Knopf T driicken und manuell einige Umdrehungen voliziehen.
Damit wird eine gleichmaéssige Olverteilung vorgenommen.

Die Messerschérfeinrichtung muss vor dem Start immer oben
stehen.
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Achtung!

a.

b.

Bei kalter Witterung ist die Maschine and einem wérmeren Platz

zu lagern,

Vor einem Dauerbetrieb empfiehlt sich ein mehrmaliges Ein- und

Ausschalten des Stoffzuschneiders. Damit wird eine ibermaéssige

Reibung der beweglichen Teile vermieden.

Vergewissem Sie sich, ob bei Drehstrommaschinen der Lauf der

Maschine mit der Pfeilrichtung auf Knopf T bereinstimmt.

Beim Gerat mit zwei Geschwindigkeitsstufen beachten Sie bitte

die folgenden zwei Punkte:

(1) Immer beim Starten den oberen Schnellbetrieb (HI)
auswéhlen, und erst nachdem das Geréat auf vollen Touren
2u laufen kommt, auf den unteren Langsambetrieb (LO)
umschalten.

Im zwischenliegenden OFF schaltet die Maschine den Strom
aus.

{2} Die Betriebsdauer im Langsambetrieb darf 30 Minuten nicht
tberschreiten. Bitte das’ Gerdt mehr als 30 Minuten nicht
laufen lassen!

. Nur echtes KN-Ol oder zumindest solches verwenden, welches

die gleichen Eigenschaften und Viskositét hat. Dadurch kdnnen
Stérungen im automatischen Schmiersystem vermieden weden.

Schmierung

alle 2 Std. tagl.

1 % pro Woche

1 % im Monat

Olbehsiter A fiillen
(das O1f sollte immer bis

zum roten Strich reichen).

je ein Tropfen in:
1. Réhrchen M + N
2. Knopt T

3. Riemenscheiben-
3. welle

Stépsel S entfernen
und KM-schmierfett
einpressen,
Die Scharniere nicht
vergessent

4. Riemenscheiben ¥

Messerschmfen

2.

3.

Maschine muss frei stehen. (zu schneidendes Material weg-
nehmen)

Drickerfuss herunterlassen durch Bedienung des Hebels nahe
Handfriff

Hebel E fest aber nicht zu schnell herunterdrucken.

Achtung!

a.

b.

c.
d.

Niemals Messerscharfer ohne Messer in der Maschine benutzen!
Niemals Messerschérfer mit Material in der Maschine in Betrieb
nehmen!

Nicht den Motor wahren des Messerschérfens abstellen!

Solite Hebel E durch zu hastiges Betstigen in halber Stellung
blockiert sein, Hebel J leicht anheben und neu starten.

Wartung

1.

2
3.
4

ine &

. Entfernen Sie Fusseln oder Staub von den Rollen

Blasen Sie Staub und Fremdkérper wenigstens 2 X pro Woche
aus dem Messer-schérfer und Motor mittels Geblése.

. Fusseln innerhalb des Schéarfermechanismus hinter Abdeckung

K soliten wenigstens 1 X wochentilich entfernt werden.
Reinigen Sie taglich nach Gebrauch die Messerfihrung mit einem
Tuch 0.4.

in der
Grundplatte. Um eine Uberdlung zu verhindern, -nicht die

Séﬂﬁ@’,we RQen dlen! Sind die Rollen blockiert, sind sie von
pue entfernen und in L&sungsmitte! zu waschen.
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: Tummg Knob
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M-002
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M-003 -

Rotor Fan
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M-205-
Screw for Capacitor Cover
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M-004:

Rotor With Shaft(1P. 3p)

PR~ 206

Capacitor
EE’)'-'T /'F" = =

M-019 -
:2-Speed Sw:tch
Ay FRSP

Automatic Cut 'Out Sw«tch to
Bearing Screw .- .
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G Switch
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‘ C!utch Spnng
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-Retaining Ring
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M-036
Connecting Rod (32%/36%)
 7§>7D“bGﬂM%%)

T M=03
‘Shakeproof. Washer
CDTLIRT e

M-038
Connectmg Rod CSamp Screw
THE

ARG

M-042 Ly
“Nut for: Gunde Screw
:Exa»mﬁfvbf~

Mn 0&4 :
Conneeting Rod Washer
75>7D/h7//f~

Guiide Adjusting Nuts
ExaLEmE :

" Cross Head(32%/36%)
SONANG R (32%/36%)

M-0S1 .
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M-052-3P

Terminal Sleeve
EAER

Bearing Retair

’m»ﬂ NPT T RIEF

M-Q72
. Termma! Contact wnh Pm
FNER:

P 073
Operatmg Handle (thh Nut)
RIATAYEAMG M

M-075
Switch Cover Screw
LA Uk gk

M-215
Switch Cover
[uk ZATSA PN

' Front Ball Bearina Retainar™.
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M-0775
Plate Wing
Ay F ()

“MoTTL
W Plater i
Y NE(K)

MO8 :
Plate. Complete(Rubber Mounted: Rollers)
Ny R FTY =

(O = MR :

‘Plate Bolt & Nut
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- Knab for Pressure Foot Rod C

CTHAROER 1

M2 i
“Screw for Knob :

ek o :? s

 M-1087 :

Stop Nut for Screw Shaft

: g b

Collar for Lower Screw Shaft
ETHETY St

" Spring for: Prassie Foot Look
WARTL= :—27’)/7 ;
Mo Vs
'Car Spring
ALRATY LT

| ke i

M-216

Pressure Foot Rod

B3 6" 7,, 3 g O,,

CMeT13

‘. Screw. for Pressure Foot Shoe o

Cam Screw
“h LR R

Release Lever :
: WQW\—

Mt 19 i .
Lock Screw & Spnng Washer P
CBREEL N =B A 2T for Release Lever !

SRS AT T Py - :

BEELIA=FT oy &= :

M-120 .

Lock(oniy Pressure Foot :

BAE

M-121

Nut.& Screw for Pres Ft Lock

AL = R LR

ﬁ*iﬁ)‘v—»%ﬁ:?—-yb .

Lo M=122 :

Pressure- Foot Lock Bracket

CERAME DN

M~123"

Slide for Pressure Foot Rod
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M-230
Knob for Pressure Foot Rod
BABOER

M-231

-Serew for Knob

DEHIEARY

M-108 "
Stop:Nut for Screw. Shaft
R sV

TMAIO7
‘- Spacer Tubs
L ) HS” 7" 8" 9" 10"

M:106
Screw:Shaft. Wzth xtensuon
68" 9”~10" -

M-109

Springfor Pressure Foot Lock

S, P e ﬂFZ?") i

M-11077
Spring for. Latch
BAE=RT) Y

Tl
Cam' Spring
AR T

M-216
Pressure Foot Rod
BAIEE” 77 8" 9 107

M-113-

; Pressure Foot Lever:

Tle=F L8~

L M=115
" Pressure Foot Lev
A %t//\-—ih)(?

L ‘ﬂw/<— Ty

TR
Set; Screw for Cam Shaft.

B R

M HBC CM-H&S i MR8
“Lam: - am' Screw-/ :
Fn ALEX TS/ ?ﬂ%ea:/s&tever 7

M-119:

.-Lock Screw & Sprmg Washer
WELA-EX XS for Release Lever
ABL NS T Y T Y

L S—20 .y /-\v—-
M-120 ;

ockonly) Pressure Foot

[ iepa

M-121

Nut-& Screw for Pres.Ft Lock
CHREB T L F IR

AT - ﬁéih:"'/b -

M-122
Pressure Foot Lock Bracket
AR~

Ms123
Slirte frr Procenre Fant Rad
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M-135 .
Right. Hand Follower Nut -
B2 F g b (E) )
M-136
RH Square Shaft
: ). 6~8" -
BYTE (JS) )
CM=137
‘Left Hand Fo!|ower Nut

By Ry ME B

M-138
L.H.Square Shaft
BLv7 hE) 67~8"
Bl 7 blg) 9~10"

:Roli Pini for Push Rod
Q- :

M-141

Driver Shaft With Gear:
GEX =iy ;

M-T42 00
Screw, for
R RS
M=14370 0
-Spreader Pin. -
ks
M-!dﬂ e
:Gear & Shaft
VBF Ly~

M-145

Bearing for Gear
%¥«—u>7

VM.113B W

‘M-I46

9. S
PAIE S S B o -

M-151"

Thrust Washers for Splrat Gear
SEX Ty lpr—-

" Shaft for Crank
2BX -0 T b
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M-172
Stabilizer
8 o ¥

¢ Standard
29/ FKW 88 '!Q”

‘ Screw for Guude Back(th Washer)‘
2R FBERIEAFS (D r—)

¢ ?«\»‘:»wq(g);:

TM-ITT
L.H.Slide with Pulley

AUUNER ()

L1782
Neoprene Band for: Pu!ley
AN O T LR L

M-179 :
“Front Pu!ley for Belt
BT N P 2 1)

M-180
"Roll Pin: for Belt
; D—lbt:/ -

M-181 .
Spring for Pu"ey Slide
NN NBERTY Y

Screw for ‘C!ampmg Arm
TILThART

= ‘Ciampmg rm for Shoe
PN b#177/7

: Shos Screw :
SN R AT R

M- 185
Screw for Sharpner Shoe
NiMEREA XD

o ‘M-B&é
R:H Sharpener Shoe Spring
R bﬂzx%)/'f(:&‘)

M-187

L:H: Sharpener Shoe Spring:
; ~b Hﬁ;LZD’U/'}’(E)

O
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it Wrench
97 RRIF -

MODEL KS=- 2yl 1Y

KA ELECTRICCLOTH CUTTING MACHINE
XAMAKURA BRANCHES TOKYC NAGOYA OSAKA
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OKM KNIVES

e HIGH SPEED STEEL e SPECIAL ALLOY STEEL
(N A~ Fig) (& & 18

OSIZE: 67 7. 8. 97, 10"

% We can also offer the Wave Knife recommended for the Nylon. Vinyl and
Leather materials.

FAOAL EZ—0 LY -RFEHMOBIAL LETEBUR> THED T T,

OWM ABRASIVE BELY

% There are four different grits of Abrasive Belt. For best results, select it depend
on the cutting materials.
=T ALHNL IR TRO4BEN &Y, EMERCSHOEBRYENL b E
BEUTEL,

GRITS (1858) APPLICATION (HR)

CANVAS. DENIM, LEATHER

—Thic & Hard material
H N FDL LY
GRE) BHOrIzOHOD
COTTON, wOOL. HOSIERY
#1700 MEDIUM - Thin material

BT~ XU X

(e &) D& O

CHEMICAL AND SYNTHETIC 1

#120 FINE FIBER, KNIT — Thin & Soft material !

(ma) sk S#E. = FEE .
BHOXHSPVED

KILTING. GEORGETTE
#180 FINE —Thin & Soft material
RIF LT Sm -ty bE
(st M TIHE b 5 2o b0

#80 COARSE

OKNIFE PROTECTOR Fa7&LH/—

. AU 8" —10", AU 7”7~ 8", AU 6", £EU 5"
OKM CLIP

From the library of: Superior Sewing Machine & Supply LLC



From the library of: Superior Sewing Machine & Supply LLC





