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1, PRECAUTIONS FOR USER 

( 1) Precautions for Safety 

CD When turning the power on, keep your hands and fingers away from 

the area around/under the needle and the area around the pulley. 

® The power must be turned off when the machine is not used, or 

when the operator leaves his/her seat. 

® The power must be turned off before installing or removing the "'V" 

belt, adjusting the machine, or when replacing. 

® Avoid placing fingers, hairs, bars etc. near the pulley, the "V" belt 

and the motor when the machine is in operation. 

® Do not put fingers under/around the needle or the pulley when the 

machine is in operation. 

(2) Precautions before Operation 

CD Never operate the machine before it is lubricated fully. 

® When a new sewing machine is first turned on, verify the rotational 

direction of the pulley with the power on. 

(The pulley should rotate counterclockwise when viewed from the 

@ Verify the voltage and phase (single or three) with those given on 

the motor nameplate. 

(3) Precautions for Operating Conditions 

CD Avoid using the machine at abnormally high temperature ( 35°C or 

higher) or low temperature ( S °C or lower) . 

® Avoid using the machine in dusty conditions. 

@ Avoid using the machine in areas where there are too much 

electrical noise which resulted from the high-frequency weld and 

others. 

-- 1 --
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2, SPECIFICATH)J'l 

·-·-·- -·-·-- ·-··- ···---- -

Max. sewing srccd (r.p .m) 800 r.p.m 
. . - - --·---- - .... .. . ... - .. -- -----------·--· ·-· -··- ·- ------- -· 

Needle No. DYX3 26# 
------- ------- ---· 

Needle bar stroke (mm) 56 

Thread take-up lever stroke (mm) 96 

Stitch length (mm) 0-11 

By hand (mm) 13 
Presser-foot stroke -···---

By knee (mm) 20 
--- -

3, PREPARATION FOR ()PERATION 

< 1 ) Cleaning the machine 

Before leaving the factory, the machine parts are coated with 
rust-preventive grea"e, which may be hardened and contaminated by dust 
during storage and shipment. This grease must be removed with gasoline. 

( 2) Examination 

. Though every machine is confirmed by strict inspection and test before 
leaving the factory, the machine parts may be loose or defonned after long 
distance transportation with jolt. A thorough examination must be perfonned 
after cleaning the machine. Tum the pulley to see if there is runnmg 
obstruction, parts collision, uneven resistance or abnormal noise. If these 
exist, adjustment must be made accordingly before run-in operation. 

( 3 ) Lubrication (Fig. I) 

When a new sewing machine is used for the first time, or sewing 
machine left out of use for considerably long time is used again, replenish a 
suitable amount of oil to the portions indicated by arrow in below figure. 

-- 2 --
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CAUTION: Please use white spindle oil. 
Always keep the presser ]jfted before attempting a dry 

run. 

Fig. I 

(4) Testing 

In order to get the best working situation, run the sewing machine in a 

low speed for about I month arter lubricated fully. Then increase the speed 

to the need one. 

4, HOW TO ATTACH A NEEDLE (Fig.2) 

CAUTION: I3ef ore us 1 ng the 

following procedures, be sure 

to turn the power switch off. 

The needle used by this 

sewing machine is DY X 3 26#0 

During operation, proper needle 

can be chosen according to the 

In- tho ·-·.,,.., 11M - of ...... .._ .. da),lln, the IC,.... k-'na tho ·
lfOO'V9 aide of noodle forw ant tho Jen 

uma,,._,, 
loll oidc 

0 X X 

Fig.2 

- 3 --
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sewing thread. ( the sewing thread should be able to pass the pinhole.) 

5 , WINDING OF BOBBIN THREAD (Fig.3) 

(I) Push the bobbin (~) on the bobbin winder shaft as far as it will go. 

(2) Bring the thread forward toward the bobbin and wind from below in 

clockwise direction several times around the bobbin. 

(3) Push the lever @ toward other side so that the driving wheel and 

driven wheel will engage and then start the machine. 

(4) The driven wheel will automatically be free from the driving wheel 

and stop after the bobbin is filled with thread. 

Fig.3 

6,, ADJUSTMENT OF THE BOBBIN WINDER (Fig.3) 

( 1) In case of uneven winding 

If the thread dose not wind evenly on the bobbin, loosen the nut 

CD and move the bracket ® to the right or to the left as may be 

required, then tighten the nut. 

(2) Winding amount of thread 

-- 4 --
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Adjusting Cf0 can increase or decrease the amount of thread 

wound on the bobbin. 

(3) Winding strength 

Strength of the winding can be adjusted with the nut (i). 

7... THREADING (}"'ig.4) 

Raise the needle bar to its highest position and route the upper 

thread in the order illustrated below. 

Fig.4 

8... REMOVING AND INSERTING THE BOBBIN 

( 1) Removing: Open the shuttle race cap and the bobbin holder, then 

take out the bobbin. 

-- 5 --
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(2) Installation: Put the bobbin in the rotary hook case, Pennit about 5 
cm of bobbin thread to hand down freely. Install the bobbin in the 
bobbin case so that the thread wound direction is clockwise. Then close 
the rotary hook and the shuttle race cap. 

9, ADJUSTING THE THREAD TENSION (Fig.5) 

For ordinary stitching, the tension of the upper and the lower threads 
should be equal. 

Well balanced stitch 

Upper thread is too str~ 
or lower thread is too weak 

X 
Upper thread is too weak 
or lower thread is too strong 

(I) Tension of the lJpper thread 

Fig.5 

Before adjusting the tension of the upper thread, be sure that presser 
foot is let down. lo adJust tension, turn serrated nut on tension device to the 
right (clockwise) to increase tension and to the left (counter-clockwise) if 
you desire to decrease the tension. 

· (2) Tension of the lower thread 

The lower thread tension is controlled by the larger screw near the end 
of the spring at the outside of the bobbin case. Turning this screw to the 
right (clockwise) will increase the thread tension, while turning it to the left 
( counter-clockwise) will decrease the tension. 

10, ADJUSTMENT OF PRESSER PRESSURE (Fig.6) 
( 1) Pressure should be adjusted according to the material to be sewn. 

-- 6 --
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(2) Pressure on both the walking foot 

and the presser foot can be adjusted. 

(The adjusting screw has been set 

before shipment.) 

(3) Sewing pressure should be adjusted 

to the minimum required strength. 

Fig.6 

11, ADJUSTMENT OF WALKING FOOT AND PRESSER 
FOOT (Fig. 7) 

(1) The alternating movement on the walking foot c.nd presser foot can 

be adjusted by changing the position 

relations of the parts of the presser foot 

lifting mechanism. 

(2) Changing the position relation of the 

connecting link 2 and the crank 3 can 

complete the adjustment. 

(3) Adjustment should be changed 

according to the thickness of the material 

to be sewn. Fig.7 

12 , ADJUSTMENT OF STITCH LENGTH AND 

FORWARD/BACKWARD SEWING (Fig.8) 

( 1) Adjusting the stitch length adjusting bolt can change the stitch 

length. 

(2) Stitch length can be adjusted between 0- 11 mm. 

-- 7 --
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(3) Setting the stit ch length adjusting bolt above "0 '' can backstitch. 

- ~ 
\ 

13, FEED D()G HEIGHT (Fig.9) 

The feed dog should he 1.5 rnrn 

higher than the vertex of the needle 

plate. J\djustmcnl of the feed dog height 

can be done as follows: 

(1) Tum the machine pulley so as to 

raise the feed dog to its highest point. 

(2) Loosen the screw of the feed dog 

and adjust the height by raising or 

lowering it. Then tighten the screw. 

1. 5mm 

Fig.9 

14, AD.JUSTING THE HEIGHT OF THE NEEDLE BAR 
(Fig.IO) 

When the needle bar is at its highest point, normally the 
measurement between the highest point of the needle plate and the 

-- R --
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needlepoint is 28 mm. When this Jistance nccJ to be adjusted, the steps 

is as follows: 

( 1) Take down the face plate, adjust the needle bar to its highest 

position. 

(2) Loosen the screw of needle bar connecting stud screw. 

(3) Adjust the needle bar to the right position. 

( 4) Tighten the screw. 

281111 

Fig. JO 

-- 9 --
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A: BODY AND 11 S , .. . . ACCTSSORIES 
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/\ : BODY /\ND ITS /\CCESSORJES 

No. R<'f . Nn. DP.sc ript in n Pcs . 
/1 1 11 7201001 /I rm 1 
,\ ? H7201002 HPd 1 
/13 H7 20I OO :l ()j 1 pipe 1 

A1 H7 201001 Oi I wick :l 

/IS 117201005 Hublw r p I 11 g 2 
/I f, H7 20 lOOG NPC' dl e hn.r guide IJrackf.1 s tlld hushing l 
A7 H720 1007 Sr>t Sc r ew 1 

/18 11 71.01 OIIH \p t Sr·t r>W 1 
/\Y 11 720 I 00'1 l' r1•'., .•;1•1 l1,1r ii11 s l1 i 111: I 

/I I 0 H7:l. O I O I 0 Se 1 Sc r ew I 

Al I H7 20 IO 11 Pin 1 
Al 2 H7201012 Set Screw l 

;\ 1 :i 1172010 I :l M,rndr i 1 of need le bar guide bracket I 

A 1 ·1 11 n o10 1-1 Se 1 Scn iw I 

/I IS 117201015 /\rm side cover I 

AIG H720 10lfi Screw 1 

A17 H720 1017 R!) llll d CO V('l' 2 
/I I H 11'?:,1() IO I H ~,, · I t'W .. , . 

/\ IY 11 7:l.O I() I '.I Wr1rk 1;1lilr~ f'ol il CC<:SS() J I P S I 

I\ l.ll 111 1,0 I ULO Sr: rew 2 
- -- --

/\;, I 11 77,0 I 021 F,11:r JJ 1 <I 1 (• I 
(\ 'l.'L 1u ;w 102;, '.,r: r·r•w 2 

A2:l 11720 1023 Thread guide 1 
A21 117201021 Sc r ew 1 
A25 H720l025 Nut 1 

A26 H720 1026 Tens ion spring 1 

A27 H7201027 Tens ion di sc 2 
A28 H7201028 Te ns i on sc rew st ud I 
A29 117201029 TPnsion nut 1 
A30 H720 1030 Thread t ension reglllator comp lete base 1 

A31 H720 1031 Sr.rew ') 
L, 

A32 H7201032 Tension re leasing disc 1 

A33 H720 1033 Sr::rew 1 

A31 H720 103·1 Thread gll ide 1 
A35 ll7 20l03S TPnsion nut. I 

A36 ll7 201(l:l6 Tens ion spri ng I 
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A: BODY AND ITS ACCESSORIES 

No. Ref. No. DP sc ript i()11 Pcs. 

A37 117201037 Washer 2 

A38 H7201038 Felt 2 

A39 H7201039 Damping plat e I 

MO 117201°'10 Tl'nsio11 SC'.J'f'W s tud I 

Ml 117201011 Nut I 

A42 H7201042 Thread 1 ake -- up sµr 111g I 

A43 H7201043 Spring I 

A14 H72010'11 Thread take - up spr ing g11idr plate I 

A45 H7201015 Scrf'w I 

A46 H7201016 Screw I 

A47 H7201017 Nut I 

A18 H7201018 Tension spring I 

A19 117201 019 Te nsion di sc l 

A50 11720 10:iO Tli n',ul I f' II :~ i t>ll 1" 1')(1 1 Lit Il l ,·"mp I 1' t ,. h;is1' l 

Mi l 11720 105 1 Scn'w l 

A52 H720l052 Thread guide l 

A53 117201053 Screw I 

A5,I 11720 I O:i-1 Ruhlwr pl 11 i: I 

- I - - - -

'> ., 

',, 
25 
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B: NEEDLE BAR AND THREAD TAKE-UP MECHANISM 

3 1 

\ 
' I 

16 13 12 
\ / ,,./ 

@ L~--------
15 

/ 14 36_ 
/ /17 38-

0('6 4 39 4 

11 35 36 5 
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30 29 31 32 33 

,,. 
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B: NEEDLE BAR AND THREAD TAKE- UP MECHANISM 

No. Ref. No. Description Pcs. 

Bl H7202001 Pu 11 ey l 

B2 H7202002 Screw l 

B3 H7202003 Screw l 

B4 H7202001 Arm shaf t 1 

85 H7202005 Collar l 

86 H7202006 Set Screw 2 

87 H7202007 Thread take- up cam l 

88 H7202008 Needle bar connecting base link screw l 

B9 H7202009 Screw 2 

810 117202010 Set Screw 2 

811 H7202011 Pin l 

812 H7202012 Thread take - up lever l 

813 H7202013 Screw 1 

814 H7202014 Roller l 

815 H7202015 Roller pin 1 

816 H7202016 Nut l 

817 H7202017 Retaining ring- E type 1 
1318 117202018 Nrrdle b.ir connecting 1 ink scri'w l 

819 H7202019 Nut l 
R?O 1--17?0?0?() N,-.,,llo h:>r rnnnortina link 1 

- -- 821 H7202021 Needle bar connecting s~ud ---- l -

822 H7202022 Set Screw 2 
823 H7202023 Needle bar l 

824 H7202021 Screw l 

825 H7202025 Needle l 

826 H7202026 Needle bar guide bracket l 

827 H7202027 Needle bar guide bracket pin l 

828 H7202028 Oi 1 wick l 

829 H7202029 Needle bar guide bracket plate l 

830 H7202030 Screw 1 

831 H7202031 Screw l 

832 H7202032 Needle bar guide bracket plate base l 

B33 H7202033 Screw l 

B34 H7202034 Bushing l 

B35 H7202035 Set Screw l 

B36 H7202036 Felt 3 
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B: NEEDLE BAR AND THREAD TAKE- UP MECHANISM 

No. Ref. No. Description Pcs. 
B37 117202037 Bushing 1 
B38 H72020 '.l8 Se t ScrC'w 1 
B39 H7 202039 Bu shing 1 
B10 1!7202010 SP.t Screw 1 

- ----- -- --- - -- --- -
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C: LOWER SHAFT MECHANISM 

No. 

Cl 

CZ 

C3 

C1 

C5 

C6 

C7 

C8 

C9 

ClO 

Cll 

Cl2 

Cl3 

Cl1 

Cl5 

Cl6 

Cl7 
CI8 

Cl9 
r?fl 

C21 

C22 

C23 

C24 

C25 

C26 

C27 

C28 

C29 

C30 

C31 

C32 

C33 

C34 

C35 

C36 

Ref. No. 

H7203001 

H7203002 

H7203003 

H7203001 

H7203005 

H7203006 

H7203007 

H7203008 

H7203009 

H7203010 

H7203011 

H7203012 

H7203013 

H7203011 

H7203015 

H7203016 

H7203017 

117203018 

H7203019 
l-17?0'H)?() 

H720302l 

H7203022 

H7203023 

H7203021 

H7203025 

H7203026 

H7203027 

H7203028 

H7203029 

H7203030 

H7203031 

H7203032 

H7203033 

H7203034 

H7203035 

H7203036 

Eccentric 

Set Srew 

pin 

Screw 

Washer 

Bearing 

Eccentric cover 

Screw 

Description 

Crank connecting rod 

Crank connecting rod pin 

Pin 

Screw 

Shutt le shaft 

Plate 

Plate 

Screw 

Nut 

Inside Shaft 

Oil wick 

Lower shaft crank 

Screw 

Shuttle shaft slide block 

Screw 

Nut 

Lower shaft 

Collar 

Set Screw 

Shuttle driver 

Pin 

Bobbin 

Shuttle race body 

Shuttle race back ring 

Screw 

Spring 

Shuttle race cap 

Pcs. 
1 

1 

2 

2 

2 

I 

I 

2 

1 

1 

1 

1 

I 

1 

1 

2 

2 

1 

I 

1 

1 

I 

1 

1 

I 

1 

1 

2 

1 

1 

1 

1 

1 

2 

2 

1 
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C: LOWER SHAFT MECHANISM 

No. Ref. No. Desc:r iption Pc:s. 
C37 H7203037 Screw ' ) 

" 
C38 H7203038 Spring 2 

C39 H7203039 Screw 2 

C40 H7203010 Bushing I 

C41 H7203011 Set Screw I 

C42 H7203042 Set Screw I 

C43 H7203043 Bushing I 

C11 H7203044 Set Screw I 

C15 H7203015 Bushing I 

C16 H7203016 Set Screw I 

- - -- - -

, 
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D:FEE . .., D ING MECHAN ISM 
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\ 
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D: FEEDING MECHANISM 

No. Ref. No. [) (' S < · l" i p t i O ll Pr. s . 

Di H7 2MOOl FPed cam 1 

1)2 117201002 Set Sr r rw 2 

D3 H7201003 Feed cam COV f' J' I 

D1 J-17201001 Screw 2 

D5 J-17:W1005 Feed fork ed connec ti on l 

D6 1-1720·1006 Feed fo rk r d cnr11wc t ion <:ra nk p1n I 

D7 fl72 01007 Nut l 

DH 11no,100H St it ,·It l, · 111 : 1 lt , ·, , 11 111 •1· I i 11 g I i 11k I 

DY ll720100Y St i t ell I f'll g t '1 1· n111l t 1 <' t I Ilg I i nk t· rnnk pi 11 l 

DIO 1172010 10 Screw I 

D11 J-172010 11 Stit ch lengt h ,1djus ting pll1 1 

D12 H72010 12 Dampi ng p I ;it r• I 

D13 H720,1Q 13 Screw 2 

D11 J-17 2010 11 Screw I 

015 1-17201015 S t i tcli l engt h adju s ting bo l t I 

01 6 H72010 16 Stit ch length limi t ed plat e I 

Dl 7 H7 201017 N11 1 I 

I> I H 11720·10 I H Mt• 1;il Ii.ii I I 

D19 H720101Y Sµring I 

020 117201020 l'l ;ist ic h,1 l I I -- --
02 1 11 720102 1 N11 t I 

D22 117201022 FPcd dr iving nH' k s li af' t l-r,rnk I 

023 117201023 Scrrw 2 

D21 H7201021 Feed cli ·ivi ng ro ck shaft crank 1) 1 11 2 

D25 H7 201025 Retaining r ing E typf' 2 

D26 H7201026 Feed drivi ng rock s haft l 

D27 117201027 Co l I ar I 

028 H7201028 Set Sc rrw ') 
L. 

D29 H7201029 Crank pi 11 I 

D30 1-1 7201030 Feed driving CO!lll f'C t i Ilg I ink I 

D3 1 117201031 Feed drivi ng ronnecti ng 1 ink c rnnk pin I 

Dn 1-17201032 Nut 1 

D33 117201033 Feed dog b ,lS f:' I 

D31 117201031 Feed dog I 

D35 117201035 Sc rpw I 

D36 117201 036 Fr ed I i ft i ng rock s haft r:r;rnk J)l ll I 
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D: FEEDING MECHANISM 

No. RP-f . No. Description Pcs. 

D37 117201037 Hr.t n ining r ing E type 1 

D38 H7201038 Fee d lifting rock shaft 1 

D39 1172010:lY Collar 1 

D10 117201010 Set Screw 2 

D1 l H720101 l Feed dog base limited plate 1 

D42 H7201042 Screw 2 

D43 H7201013 Ne edle plate 1 

1)11 117201011 Screw 2 

015 117201015 St.it. ch length indicating plate l 

D46 H7201016 Screw 2 

D17 H7201017 Bushing 1 

D18 H7201018 Set Screw 1 

D19 H7201019 Bushing l 

D50 H7201050 Set Screw l 

D51 H7201051 Bushing 1 

D52 H7204052 Set Screw 1 

- - -- - -- -- -- -
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E:PRESSER FOOT MECHAN ISM 
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E: PRESSER FOOT MECHANISM 

No. Hr f. No. Description Pcs. 

li l 117 20500 I Pre sse r foot I 

l·.2 11 7205002 Screw 1 

l~:l 117W:iOO:l N11t 1 

E'1 117205001 Fing0r guanl I 

E5 H7205005 Pre sser bar 1 

Efi 1!7205006 Pres ser bar spring 1 

E7 H7205007 Thumb screw 1 

F.8 11720:iOOH N11t 1 

l!Y ll'/20S009 Walking foot 1 

EIO 117 2050 10 Screw 1 

El 1 117205011 Presser bar 1 

El2 117 2050 12 Screw 1 

E13 H72050 13 Pre sser bar lifting shaft 1 

I: I ·1 11 7105011 Wa s lir~r 1 

!Ti 11720:iO 15 Co 11,ir 1 

EI 6 1172050 16 Set Screw 2 

F. 1 7 117 205017 Plri stic hal I 1 

!·. Pl i fi;,()',O I H llol 1 I 

I·. I 'J ll720SO 19 J>n!sser har guide brac ket. 1 

' " ,~, r-1-.., ..... ,. -- ~~ •; , ••... l 1 
1 ,l. 1/ 

t., ' " 
V '"''-' ,_ •t, 

E21 117 205021 Screw -- 1 -

E22 ll 720:i022 Pin 1 
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F: PRESSER FOOT LIFTING SHAPT MECHANISM 

.c:::_ ------- ---
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F: PRESSER FOOT LIFTING SHAFT MECHANISM 

No. Ref. No. Description Pcs. 
Fl H7206001 Presser foot lifting eccentric 1 

F2 H7206002 Set Screw 2 

F3 H7206003 Eccentric connecting link l 

F1 H7206001 Screw 1 

F5 H7206005 Washer 1 

F6 H7206006 Nut 1 

F7 H7206007 Adjusting crank 1 

F8 H7206008 Screw 1 

F9 H7206009 Presser foot lifting shaft 1 

FlO H7206010 Presser foot lifting shaft crank 1 

Fll H7206011 Screw l 

Fl2 H7206012 Presser foot lifting connecting link l 

F13 H7206013 Screw 2 

F11 H7206011 Retaining ring-E type 4 

Fl5 H7206015 Presser foot lifting lever 1 

Fl6 H7206016 Screw 2 

F17 1172060 I 7 Presser foot lifting lever base 1 

FI H ll720fi0 I H Screw 2 

Fl9 H7206019 Roller 1 

F20 H7206020 Bearing l 
--- - -

F21 117206021 Screw l 

F22 H7206022 Rol l er base plate 1 

F23 H7206023 Screw 2 

F21 H7206021 Wal king foot lifting connecting link 1 

F25 H7206025 Bushing 1 

F26 H7206026 Set Screw l 

F27 H7206027 Bushing 1 

F28 H7206028 Set Screw l 
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G: NEEDLE BAR ROCK SHAFT MECHANISM 
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G: NEEDLE BAH ROCK SHAFT MECHANISM 

N(). lfr, f . Nn. lk scr i pt ion Pcs . 

c;1 ll7 / 07CJ/J I N<'r>d I<' l> c1 r· rocking c: onnrc 1 i ng Ii nk I 

(;2 H720700 ;! Sr: J'('W I 

G :~ ll72(J'/OO:l Retaining ring ·E type I 

. (A 117207001 Adj11 s t i ng crank I 

G5 H7207005 Adjust ing crank base 1 

G6 H7207006 Screw l 

G7 H7207007 Screw 1 

G8 H7207008 Ne edle bar rock shaft l 

G9 H7207009 Collar 2 

GlO H7207010 Set Screw 4 

G 11 H7207011 Needle bar rocking crank 1 

Gl2 H7207012 Set Screw 1 

Gl'.3 H7207013 Screw l 

Gl1 117207011 Needle bar rocking connecting link 1 

G15 117207015 Screw 2 

Gl6 H7207016 Retaining ring- E type 2 

(;]7 117207017 Srrrw has<> l 

(;]8 1172070 I H Screw 3 

Gl9 H7207019 Bushing l 

G20 H7207020 Set Screw l 

--
G21 H7207021 

-- l -
Bushing 

G22 H7207022 Se1 Screw 1 
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H: KNEE LIFTER MECHANISM 
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H: KNEE LIFTER MECIIJ\NISM 

Nr, . HP r. N(). IJcscript.ion Pcs. 
- -- ---·----·-

11 1 11;" '.)()/\()0] K 11<: ,. I if t r1 I PVf' I' 2 

HZ 117:mHOOZ s,~rriw I 

11:l 11 i:ZOHOO:I KrH'f' 1 i rt c1· I PV/?J' base 1 

111 117),08001 St · r, 1w 2 

Ii:) I 1720fl00:i Sc 1·r w 1 

H6 1!720H006 Knee liltf'r rod 1 

117 117208007 Scrf'w 2 

IIH 117:WHOOH f'11 i 1 SJll'lllf', 1 

119 11noHOOY Scn.' w I 

HlO 1!7208010 Screw 1 

HJ I H720801 I Wr1 s lrrr 1 

Hl2 H7208012 Knee lifter lever connecting plate 1 

II l 3 1172080]3 Screw 2 

Hl1 1112080 11 Sc1 ·r•w 1 

- - -
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I: BOBBlN WINDER MECll/\t'Jl~M 
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I: BOBBIN WINDER MECHANISM 

No. Ref. No. Description Pcs. 

I I H7209001 Bobbin winder plate 1 

12 117209002 Pin 1 

J3 H7209003 Pin 1 

I1 H7209001 Bobbin winder crank shaft 1 

15 H7209005 Bobbin winder crank 1 

16 1-17209006 Bushing 2 

17 H7209007 Pin 1 

18 117209008 Bobbin winder spring 1 

19 117209009 Retaining ring- E type 2 

1 I 0 H7209010 Bobbin winder shaft 1 

1 11 11720901 l Bobbin base 1 

Jl2 H7209012 Driven wheel 1 

113 117209013 Friction rubber band l 

I 11 117209011 Bobbin winder lever 1 

115 H7209015 Screw 1 

116 1-17209016 Winding length limited plate 1 

117 H7209017 Screw 1 

I IH 1 17 ✓.0!Hll H Wnshe,- 1 

119 117209019 Pin 1 

120 117209020 Set Screw 1 

121_ 117209021 Set_ Screw - 2 -
122 117209022 Spring 1 

123 1-17209023 Bobbin winder cam 1 

121 1-17209021 Driving wheel 1 

125 H7209025 Set Screw 2 

126 117209026 Screw 3 

127 117209027 Screw 1 

128 117209028 Tension disc 2 

129 117209029 Nut 1 

130 1-17209030 Limited plate 1 

131 H7209031 Spring 1 

132 H7209032 Thread guide 1 

133 H7209033 Washer 2 
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J: ACCESSORIES 
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J: ACCESSORIES 

No. Ref . No. Dr.script ion Pcs. 

.Jl 117210001 s i I j <:Oll oil box I 

.12 H7210002 Cover 1 

.J3 117210003 Pin 1 

.11 117210001 Screw 1 

]5 H7210005 Spring 1 

J6 H7210006 Screw 1 

J7 117210007 Thread guide 2 

JS 117210008 Nut 2 

]9 H7210009 Screw 1 

.TIO 117210010 Hexagon socket screw key 1 

J 11 H721001 I Hexagon socket screw key 1 

Jl2 1-17210012 Hexagon socket screw key I 

.J l 3 H1210013 Screw driver (size L) 1 

J l'1 1172 I 0011 Screw driver (size M) l 

JI !J 117210015 Screw driver (size S) l 

J16 H72100]6 Spanner l 

J17 117210017 Sp;-innrr 1 

.J 18 lf72 I 00 l 8 Hohhi11 1 

JJ9 H7210019 Ne edl e 4 

J20 117210020 Thread stand assy 1 
- -

J21 117210021 Oiler 1 

J22 117210022 Vinyl cover 1 
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