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CAUTIONS BEFORE OPERATION 

I. Don't run the machine befor filling the oil reservoir with the presc1ibed lubricating oil. 

2.After setting up your machine,mack sure that it runs in the correct direction;lewer the needle by turning the 

handwheel manually,and watch the handwheel's revolution by momentarily switching the power "on " (correct 

rotational direction of the handwheel:counterclockwise when viewed from the handwheel's end). 

3.Do not change to larger pulleys during the first month. 

4.Ascertain that the correct voltage and phase (three pbase,single plase) are indicated on the name plate of the 

motor used. 

CAUTIONS~ OPERATION 

I .Don' t put your hand under the needle when turn "on" the power switch or operate the machine. 

2.Don' t put your hand into the thread take-up cover while the machine is running. 

3.Don't forget to cut off the power supply before you tilt the machine head backwards or replace the V-belt. 

4 .Never bring your fingers or hair close to,or place anything on the handwheel,V-belt,bobbin winder wheel or 

motor during operation. It may lead to serious personal injurie . 

5.Ifyour machine is provided a bell cover and finger guard,never operate your machine with any of them removed. 

1. HOW TO INSTALL THE MACHINE 

Thread guide 
( Lowed 

1) Inst.ailing the machine head 

Please refer to the INSTRUCTION BOOK of GK0058, for the 

Installations of the machine head and the o il reservoir.Install the 

thread stand firmly at the corner of the table and attach the 

lower thread guide to the spool rest rod as shown in the 

illustration. 

2) Maximum sewing speed.,motor,motor pulley and belt 

a. GK0058-AD bas the same maximum sewing speed of 5500s.p.m. as GK0058. However in order to provide the 

machine with a break-in, you must operate it at a lower speed about 4500 s.p.m. during the first month. After 

that,the machine may be operated at an appropriate sewing speed depending on the type of sewing 

works,characteristics of materials and threads and experience of operators. 

b. The motor capacity depends on the type of motor.sewing speed and rate of operation. It would be advisable to 

use a motor of 400W( l/2HP) for the sewing speed of 5000 s.p .m. or less and of 550W(3/4HP) for the higher 

speed. 

- 1 -
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* All pulleys listed below are available: 

Hz Sewing speed 
Motor pulley 

V-belt(size) 
(effctive diameter) 

5500 cp l30 43" 

5200 cpl20 43" 

4800 cp 115 42" 

4500 cp 110 42" 

50 4200 cp l00 41 " 

4000 cp95 41 " 

3800 cp90 41 " 

3400 cp80 40" 

3200 cp75 40" 

5500 cp 110 42" 

5000 cpl00 41 " 

60 4500 cp90 41 " 

4000 cp80 40" 

3800 cp75 4011 

* Attach the motor pulley to the motor shaft securely by tightening the nut. The above V-belts are applicable only 

for the A.C. 3-phase,Electronic Stop Motors. 

J)Adjusting the pedal angle 

The adjustment of the pedal angle is made by chanding the 

effective length of the connecting rod after loosening the 

adjusting screw. 

4)1nstalling the belt cover 

I . Screw belt cover support CD into the tapped hole in the 

arm. 

2. Attach belt cover ® to the machine bead,using the 

setscrew. 

3. Slightly tilt the machine bead backward,put belt cover 

top ® inside the outer ring of the pulley,then fix belt cover 

top ® with four screws. 

4. Fix belt cover top ® to support CD. 
5. Loosen the setscrew of the belt cover. Prop erly position 

belt cover ® ,then screw the belt cover. 

6. Fix thread winder cover © with three screws. 
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2.HOW TO OPERATE THE MACHINE 

l)Lubracation 
Before operating the machine,fiJI the oil reservoir with the lubricating oil up to"HIGH" level. 
(Refer to the separate INSTRUCTION BOOK for model GK0058). 
2)Caotions on operation 
Before tarting to operate the machine,please read through not only the INSTRUCTION BOOK for the machine 
itself but also that for the motor. 

3)Pedal operations 

---
~--.:::-~· -,.,, 

The pedal is operated in four stages. 

Thread 
trimming 

I. When the front part of the pedal is depressed lightly, low-speed stitching is performed. 
2. When it is depressed further, high-speed stitching is realized. 
3. When the treading pressure is released and the foot rests lightly on the pedal again, the sewing machine will stop. 
(At this point the needle wi ll be down) 

4. When the rear part of the pedal i pushed down strongly with the heel, the thread-trimmer will operate. 
o Even when the rear part of the pedal is depressed in one stroke during high speed or low speed stitching, the 
thread trimmer will operate normally. 

o Immediately after the machine starts thread trimming, even if the pedal is returned to the neutral position, thread 
trimming will be completed. 

o When the machine stops, the needle will stop in the down position. If you wish to raise the lowered needle, firmly 
depress the rear part of the pedal once. (Threads will be trimmed at the same time.) 

- 3 -
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4) Threading the machine 

a. Bring up the needle at the upper stop position and pass the 

needle thread in the order as shown in the following illustration. 

* Turn the power switch off before passing the thread. 

Although the hand wheel is free to rotate manually with the pedal at the neutral position,you must switch off the 

power source before threading the machine for safety sake. It also prevents and accident which may be caused by 

touching the pedal mistakenly. 

b. Pass the looper thread according to the following illustration after the needle has been brought up to it's upper 

dead position. 

Do not wind the thread 

Do not wind but just pass 
the thread through the thread 
guide (lower) of the thread stand. 

All other threading procedures are the same as those of model GK0058. 

- 4 -
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S)Adjusting the remaining length of trimmed thread 

If the thread left on tbe needle after thread trimming is too 

short,it may cause some skipstitches at the start of sewing 

works. Especially when such elastic threads as. Nylon or 

Tetoron thread are used, the machine leaves shorter thread on 

the needle than other type of threads and fails to produce normal 

stitches at the start. 

Adjust the position of the wire drawing link on the thread draw

out component by moving it to the left so that the thread gujde 

pin can provide more thread. 

6)Important notes for thread trimming operation 

Check that the needle and looper threads are smoothly running all the way. (The threads mut be free from any 

entangelment with unnecessary part of threading components.) 

lf skip-stitches are formed, such threads can not be trimmed off. When you trim the chain-off thread or form fine 

stitcbes, it is essential to carefully adjust the machine beforhand in order not to produce any skip-stitches. 

3.HOW TO ADJUST THE MACHINE 

The same methods of adjustment as those fo model GK0058 are 

applied to this model excepting the thread spreader and the thread 

trimming components. 

Please refer to the separate INSTRUCTION MANUAL for model 

GK0058 for the common adjustment. 

l)Adjusting the thread spreader Needle 

a.Position of the thread spreader. 

Crosswise position: 

When the 3rd mark of the needle bar is just comming out of the bottom end 

of tbe needle bar lower bushing, the distance between the center line of the 

needle and the inside face of the thread spreader must be 0.5mm. If necessary, 

loosen the clamp screw CD and adjust the said distance. 

- 5 -
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Lengthwise position: 

When the needle bar has reached it' upper dead position (at this 

position, the white colored points on the hand wheel and ann side 

coincide with each other), the positions of thread spreader and the 

back of the looper must agree with each other with the vertical 

clearance of 0.05mm. Loosen the champ screw @ and adjust the 

clearance. 

b.Function of the thread spreader (especially when the threads are 

trimmed). The thread spreader firmly holds the looper thread and the 

needle thread al 2 place of a loop before the needle goes up to it's 

upper dead position to stop. Then,the tip of the moving knife comes 

to hook these 2 threads and tnms them off. 

2)Adjusting the moving knife 

a.Moving knife mounting plate assembly. 

The preiminary test for thread trimming and thread clamping can be 

done independently on the moving knife mounting plate assembly. 

(After the following adjustments have been completed, hook the 

threads manually with the recessed part of the moving kni fe, pull the 

moving knife into the counter knife to clamp the threads and the 

thread will be trimmed off.) 

Dimensions of the counter knife. 

When sharpening the counter knife,correct it with the part @ so a 

to finish it in the size of 0.5±0.05mm. 

Adjustment of the clamping pressure. The looper thread clamping 

pressure applied by the thread clamping spring is always constant 

regardless of the type of sewing threads,which you need not to 

change. If the looper thread is not clamped correctly, you must 

replace the moving knife assembly. When a cotton thread No.60 is 

clamped and is pulled away as shown in the illustration, the correct 

tension i between 70 and I 00g. The top end od the spring and the 

bottom surface of the moving knife must evenly engage with each 

other. You do not need to adjust it,becausc the adjustment has been 

done at our factory. 

- 6 -
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Moving knife 

Moving knife 

Thread 
spreader 

Stopper nuts 

Installing base 
'\ '"of the moving 
l \ knife mounting 

plate 

b.Positioning the moving knife. 

The position of the moving knife is determined by those of the 

moving knife mounting plate, installing base of the said plate and 

the stopper plate. 

Crosswise position of the moving knife mounting plate. 

Adjust it within a range provide by the oval screw boles. 

If you move it to the right, the length of thread remaining on the 

needle is increased. 

Height of the moving knife mounting plate. 

Provide a clearance of 0.1mm to 0.5mm between the moving knife 

and the thread spreader so that the knife does not hit the spreader 

wben the former approched to the latter. 

Stroke of the moving knife. 

Al the stop position, the tail end of the moving knife must protrude 

by about 1 mm. Adjust the stroke of the moving knife by means of 

the thread trimmer stopper nuts located in the machine bed so that 

the top end of the moving knife book passes over the center line 

of the needle by 2mm when the knife has reached the most 

frontward position. 

Lengthwise position of the moving knife. 

The moving knife must go back accompanying 2 threads which had 

been held by the thread spreader without fail. If not, adjust the 

lengthwise position of the moving knife by moving tbe installing 

base so that the knife books 2 of the thread being held by the 

spreader regardle s of the stroke. 

- 7 -
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3) Adjusting the wiper 

Position of the wiper against the needle. 

The vertical clearance between the wiper and the needle point must 

be Imm and horizontal clearance with the needle center must be 

2mm. You can adjust it by loosening the screw on the wiper driving 

arm set screw CD . 

-Solenoi 

_Needle thread 
clamping arm 

The most frontward pisition of the wiper. 

The most frontward position of the wiper is determined by the 

position of the wiper driving solenoid. Adjust the position of the 

solenoid by means of the screw CD so that the top end of the wiper 

reaches the left end of the presser foot when the solenoid plunger bas 

gone up to it's highest position. 

* After a proper position has been obtained,check that the wiper doe 

not contact with the needle and also that the cushion attached to the 

wiper driving arm rests on the bottom surface of the arm when the 

wiper has been brought back. 

If the cushion docs not rest on the arm surface, you must asjust the 

position of the solenoid, because the solenoid has been in tailed at a 

higher position or the stroke o( the solenoid is shorter than the 

standard of 8.5mm. 

4)Adjust the needle thread clamping arm 

The function of the neddle thread clamping arm is to clamp tl1e needle 

thread which was bandied by the wiper in order to prepare for the 

fo llowing sewing works. Adjust the tension of the spring so that the 

clamping pressure is in a range of 30 to 40g when the cotton needle 

thread No.60 is being pulled out. 

This pressure is common to all kinds of sewing threads. Therefore, 

you do not need to change the said pressure every time after a thread is 

replaced. 

* Adjust it with care not to apply uneven pressure to the spring. 

-8-
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S)Switch for needle upper stop 

To facilitate your practical sewing works, the switch for needle 

upper stop is also available at your option. By pressing this switch, 

you can bring the needle up to it's upper stop position when the 

needle stays at the lower stop postion with the pedal at the neutral 

position. (Please order us separately, because this is one of the 

optional devices.) 

6)Adjusting amount of looper thread to be drawn out 

3mm 

Looper thread 

The standard amount of the looper thread to be drawn out is obtained when looper thread draw out lever CD is 

spaced 7mm from the thread path hole in looper thread guide @ immediately before the thread trimmer is actuated. 

To perform the above adjustment, loosen nut @ and move tension release slide block © to the right or left. 

The looper thread may slip off the looper depending on the type of thread . In that case, make adjustment to allow 

more looper thread to be drawn out. 

- 9 -



From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

1. MACHINE FRAME & MISCELLANEOUS COVER COMPONENTS (1) 
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1. MACHINE FRAME l MISCELLANEOUS COVER COMPONENTS (1) 

REF.NO PART NO. DESCRIPTION QTY RM 

1 SSI-12 FACE PLATE ASM. l 
2 5Sl-13 FACE PLAlTE GASKET l 
3 22Tl0-04 SCREW 11/ 64-40 L=lO 1 
4 22Tl-003C4 RUBBER PLUG 0=12.5 L=4 J 
5 5Sl-J8D ARM OIL SHIELD ASM. 1 
6 5Sl-l8D1 ARM OIL SHIELD (I) 
7 5Sl-18D2 NON-WOVEN FABRIC (1) 
8 5Sl-18D3 OIL WICK (1) 
9 5Sl-04 SCREW 1/ 8-44 L=2. 5 I 
10 22T2-004 SCREW 11/ 64-40 L=5 1 
11 22Tl-003C4 RUBBER PLUG 1 
12 22Tl-015 RUBBER PLUG 2 
13 22Tl-003C4 RUBBER PLUG 2 
14 5Sl-19 SIDE PLATE 1 
15 5Sl-20 GASKET I 
16 5Sl-27E TE SION RELEASE SHAFT COLLAR A 1 
17 5SJ-28 SCREW 9/ 64- 40 L=6 2 
18 5Sl-29 GASKET 2 
19 2211-004 SCREW 11 / 64-40 L=8 8 
20 DJ-20 THREAD GUJ DE ASM. 1 
21 Dl-21 THREAD GUIDE ( l) 
22 D1-22 TENSION DISC (1) 
23 DI-23 TENSION DISC(LOWER) (1) 
24 D1-24 TE SlON THREAD GUIDE SPRING ( l) 
25 D1-25 TAKE- UP THREAD TENSION POST (I) 
26 D1-26 NUT 3/ 32-56 (1) 
27 5S6-16 LOOPER THREAD GUIDE 1 
28 5S6-17 SCREW 11/ 64-40 L=7 1 
29 5S6- 18 LOOPER THREAD GUJDE TUBE 1 
30 5Sl-17 RUBBER PLUG 1 
31 5SL-32 RUBBER PLUG 1 
32 5Sl-32 RUBBER PLUG 1 
33 5Sl-26 BED OIL SHIELD l 
34 5Sl-33 BED OIL SIIIELD (B) 1 
35 2212-004 SCREW 11/ 64-40 L=5 3 
36 5Sl-3l BED SUPPORT PLATE 1 
37 5Sl-30 SCREW 15/ 64- 28 L=ll 2 
38 5S4-27 PI I 
39 5S4-26 FEED REGULATOR PIN SPRING l 
40 D1- 40 RUBBER PLUG 0=17.5 L=5 l 
41 5Sl-l5 THREAD TAKE- UP LEVER GUARD I 
42 D1-42 SCREW 11/ 64-40 L=5 1 
43 5Sl-14 TAKE- UP THREAD TENSION LEVER 1 
44 22T2-004 SCREW 11/ 64-40 L=5 1 
45 22Tl-007 WASIIER 4. 8X8. 4XO. 8 1 
46 5Sl-02 CAM COVER LATCH 1 
47 5Sl-03 SPRING 1 
48 5Sl-05 SPRING SUSPENSION 1 
49 5Sl-04 SCREW 1/8-44 L=2. 5 1 
50 5Sl-06 ATTACHMENT CLAMP BED SLIDE PLA 1 
51 5Sl-07 SCREW 11/ 64- 40 L=2.8 1 
52 01- 52 SCREW 11/ 64-40 L=5 1 
fi6 l??Tl-llll<lrA RUBBER PLUG 1 
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2. MACHINE FRAME l IISCELLANBOUS COVER COMPONENTS (2) 
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2. MACHINE FRAME l MISCELLANEOUS COVER COMPONF.NTS (2) 

REF.NO PART NO. DESCRIPTION QTY RM 

1 5Sl-16 FRAME THREAD EYELET p 
2 22T2-019 SCREW 11/ 64-40 L=5 1 
3 02-3 TENSION THREAD GUIDE 1 
4 02-4 SCREW 11/ 64-40 L=5 2 
5 22T2-012C2 THREAD GUIDE ASM. 1 
6 02-6 THREAD GUIDE (1) 
7 5S2-4 TENSION THREAD GUIDE SPRING (1) 
8 5S2-6 TENSION DISC (1) 
9 22T2-001A9 TENSION DISC(LOWER) (1) 

10 5S2-l TAKE-UP THREAD TENSION POST (1) 
11 5S2-25 l\lJT 3/ 32-56 (1) 
12 5S2-26 TUBE IIOLDER 1 
13 D2-13 SCREW ll/ 64-40 L=5 1 
14 5Sl-09B CAM · COVER ASM. l 
15 5Sl- 09Bl CAM COVER (1) 
16 5S2-27 CAM COVER SUPPORT (1) 
17 J9.0.3 SCREW 3/ 32- 56 L=l.9 (2) 
18 5Sl- 09B3 SPRING (1) 
19 5S2- ll SCREW 3/ 32- 56 L=l.9 (2) 
20 5Sl-09B2 CM! COVER GU IDE (1) 
21 61-04-0l/ B7/ Zl SCREW 3/ 32- 56 L=2.5 ) (1) 
22 5Sl- 10 THROAT PLATE 1 
23 J0.0.27 SCREW 11 / 64-40 L=8.5 2 
24 5Sl- lLC BED SLIDE ASM. 1 
25 5Sl-11Cl BED SLIDE (1) 
26 5Sl-11C2 SPRING (1) 
27 J9.0.3 SCREW 3 / 32-56 L=l. 9 (2) 
28 5Sl- 11C3 BED SLIDE GUIDE ( 1) 
29 61-04-0l / B7/Zl SCREW 3/ 32-56 L=2.5 (1) 
30 5Sl-24 BED SLIDE STOPPER 1 
31 22T2-004 SCREW 11/64-40 L=5 2 
32 5Sl-23 LATCH l 
33 6A2-14 SCREII' 1/ 8-44 L=4 1 
34 22T2-001A6 TUBE FOR MAGNET CORD 1 
35 5S2- 15 CORD HOLDER.LARGE l 
36 5S2-18 SCREW 15/ 64- 28 L=9 1 
37 J0.040 RUBBER PLUG 1 
38 02-38 SILICONE OIL LUBRICANT ASM. 1 SPECIAL ORDER PART 
39 02-39 SILICON OIL CASE (1) SPECIAL ORDER PART 
40 D2- 40 RUBBER PLt:G (1) SPECIAL ORDER PART 
41 02-41 SILICON OIL FELT (5) SPECIAL ORDER PART 
42 02-42 SILICON OIL FELT (2) SPECIAL ORDER PART 
43 02-43 SILICON THREAD GUIDE (1) SPECIAL ORDER PART 
44 02-44 SCREW (1) SPECIAL ORDER PART 
45 02-45 HINGE SCREW 0=6.3 5 H=2.3 (1) SPECIAL ORDER PART 
46 02-46 WAVED WASHER 6.4XllX0.3 (1) SPECIAL ORDER PART 
47 02-47 THROAT PLATE(LIGHT WEIGHT) 1 SPECIAL ORDER PART 
48 02-48 SCREW 11 / 64-40 L=5 1 
53 02-53 SCREW 11/ 64-40 L=6 1 
t;,! 02-54 TOOTHED WASHER 0=5.3 1 
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3.IIAIN SHAFT l NEEDLE BAR COMPONENTS 
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3.MAIN SHAFT & NEEDLE BAR COMPONENTS 

REF.NO PART 0. DESCRIPTION QTY RM 

l TVX7 #14 NEEDLE TVX7111I 1 

2 5S2-3 NEEDLE BAR I 

3 D3-3 NEEDLE BEARI'IG l 

4 D3-4 SCREW 1/ 8-44 L=4.5 l 

5 22T2-0L2C2 NEEDLE BAR THREAD GUIDE l 

6 D3-6 NEEDLE THREAD GUIDE A 1 

7 5S2-4 NEEDLE BAR BASIIING, LOWER 1 
8 5S2-6 NEEDLE BAR CONNECTION ASM. l 

9 22T2-00IA9 SCREW 9/64-40 L=6 (1) 

10 5S2- l SLlDE BLOCK 1 
11 5S2- 25 THREAD TAKE-UP LEVER ASM. I 

12 5S2-26 SCREW 9164- 40 L=L2 (1) 
13 D3- l3 THREAD TAKE-UP LEVER ASM. I 

14 5S2-24 THREAD TAKE-UP (1) 

15 5S2-28 THREAD TE~SION REGULATING PLAT (2) 
16 5S2-27 TENSION SPRU\G (1) 

17 5S2-29 THREAD TF~SIO\ REGLLATING STUD (1) 
18 22T2-00 IA9 SCREW 9/ 61-40 L=6 2 

19 D3- 19 NEEDLE BAR BLSIIIt--.G LPPER I 

20 D3-20 SCREW l I 61- 10 L=l'1 3 
21 22T2-0ll NEEDLE BAR UPPER BUSH CAP 1 

22 5S2-16 MAIN SHAFT L 
23 5S2-8 OIL AMOUNT ADJUSTING PIN ASM. L 
24 GB3452. 1-82 RUBBER RI:,.;G (I) 

25 5S2-13 ROLLER FELT 1 
26 D3-26 COUNTERWEIGHT ASM. 1 

27 5S2- l2 COLNTERWEIGIIT ASM. (1) 

28 J0.0. 81 SCREW 15/64-28 L=7 (1) 

29 22T2-007 SCREW 9/32-28 L=l6 ( I) 

30 5S2-23 SCREW 9/32-28 L=16 (1) 

31 GB3452. 1-82 RUBBER RI 'G (1) 

32 5S2-5 !NEEDLE BAR CRANK ROD (1) 

33 19242/8 NEEDLE BEARING (1) 

34 22T2-001A6 LEFT SCREW (I) 

35 5S2-15 BUSIIING, r-RO~T 1 
36 5S2-18 BUSIIING, INTERMEDIATE l 
37 J0.040 SCREW 15/64-28 L=ll l 
38 5S2-17 THRUST COLLAR ASM.D=L4. 72 W=l2 2 

39 22T2-005B3 SCREW 1/ 4-40 L=8 (4) 

40 5S2- L9 MAIN SHATT BUSHING, REAR ASM. I 

41 5S2- 19AJ MA lN SHAFT BUSIIING, REAR (1) 

42 5S2-19A3 NEEDLE BEARING (2) 
43 5S2- l9A2 WASHER (2) 

44 GB893. J-86-21 SNAP RI~G (2) 

45 5S2- 20 OIL SEAL 1 
46 5S2- 22 HAND WHEEL 1 
48 22T3-007C2 SCREW I. 5/64-28 L=L5 ? 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

4.PRESSER BAR,UPRIGIIT SHAFI' & LOWER SHAFI' COMPONENTS 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

4.PRESSER BAR,UPRIGIIT SHAFT l LOWER SHAFT COMPONENTS 

REF.NO PART 0. DESCRIPTION QTY RM 

1 D4- l SLIDING TYPE PRESSER FOOT ASM. 1 

2 D4-2 FINGER GUARD (l) 

3 D4-3 ADJUSTI,G SPRING STUD (1) 

4 D4-4 AIR BLO~ ADJUSTING PLATE SPRIN (1) 

5 D4-5 ADJUSTING SCREW (1) 

6 D4-6 Nl'T I I /64-40 (1) 
7 D4-7 SCREW 3/32-56 L=3.5 (1) 

8 22T7-01 5 SCREW 9/ 61- 10 L=l0.5 1 
9 5S3-21 PRESSER BAR BUSIIING, LOWER 1 
10 5S3- 22 PRESSER BAR 1 
11 5S3- 19 PRESSER BAR GUIDE BRACKET 1 

12 J0.0. 45 SCREW I 4-•IO L=6 1 
13 22T7-012 PRESSER GLIDE BAR 1 

14 22T7-013 PRESSER SPRING 1 

15 22T7-014El PRESSER SPRING REGULATOR 1 

16 22T7-014E2 NUT 1 

17 5S3-J LIFTING LEVER l 

18 5S3-2 HINGE SCRrW D=6.35 H=2. 7 1 

19 5S3-3 HINGE SCREW 0=6. 35 11=3 1 
20 5S3-5 LIFTING LEVER LINK 1 

21 5S3- 10 HINGE PIN 1 

22 5S3-9 LIFTING LEVER GASKET 1 

23 GB894-76 SNAP RI 'G l 

24 GB894-76 E-RING 6 l 

25 5S3- 13A HAND LIFTER CAM ASM. l 

26 GB3452. 1-82 RL13BER Rl'-:G (1) 

27 5S3- 14 WASHER 7. 4Xl 1. 8XO. 5 1 

28 5S3-4 HAND LIFTER 1 

29 6A2- 27 SCREW l 

30 5S3-6 LIFTING LEVER CONNECTING ROD 1 

31 5S3-4 CONNECT! G ROD HINGE SCREW 1 

32 GB894- 76 E-R LNG 1 

33 5S3-7 LIFT[NG LEVER LINK, RIGHT 1 

34 5S3-8 SWIVEL 1 

35 5S3-35 HINGE SCREW 0=6 H=3.2 l 
36 5S3-28 CO\fNECTING ROD, VERTJCAL 1 

37 22T6-00IA8 NUT 3/ 16-32 1 

38 5S3-4 HINGE SCREW 1 

39 D4-39 GEAR LOWER ASM. 1 

40 22T2-005B3 SCREW 1/4-40 L=8 (8) 
41 D4-41 GERA & Pl'.\ION ASM. UPPER (1) 

42 22T3-0JOE2al GEAR ASM. (l) 

41 22T3-010E2a2 PINION ASM. (1) 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

4.PRESSER BAR,UPRIGHT SHAFI'&: LOWER SHAFI' COMPONENTS 

REF. 0 PART NO. DESCRIPTION QTY RM 

44 D4-44 GEAR & PINION ASM. (1) 

45 22T3-0IOE2al GEAR LOWER(LARGE)ASM. (1) 

46 22T3-0IOE2al PINIOl\ ASM. (1) 

47 5S3- 18 lJPRJGIIT,SHAFT 1 

48 5S3-l I BUSIH G, UPPER I 

49 5S3- 17 UPRIGHT SHAFT BUSHING.LOWER 1 

50 22T2-002 SCREW 15 64-28 L=l0.5 2 

51 5S3-34 LOWER SHAFT 1 

52 5S3-26 BLSIIING, REAR 1 

53 22T2--002 SCREW 15/ 64-28 L=lO. 5 1 

54 5S3-27 OIL PAD ROLLER l 

55 D4-55 THRUST COLLAR I\S\1. D=l l. 11 W=l 1 

56 22T2-005B3 SCREW l/ 4-40 L=8 (2) 

57 5S3-30 BUSHI\G, I ITERMEDIATE 1 

58 22T2-002 SCREW 15/ 64-28 L=IO. 5 L 

59 5S3-31 BUSIIJ 'G, FRONT l 

60 22T2-002 SCREW 15 64-28 L=!0. 5 l 

61 5S3-32 OIL SEAL l 

62 5S3-33 LOOPER THREAD GUARD BUSH! G 1 

65 D4-65 PRESSER FOOT ASM. 1 

66 D4--66 SCREW 3/ 32- 56 L=2.8 (1) 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

t 

5. FEED MECHANISM COMPONENTS (1) 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

5. FEED MECHANISM COMPONENTS (1) 

REF. \0 PART NO. DESCRIPTION QTY RM 

l 5S4- 28 REVERSE FEED co:-;TROL LEVER 1 

2 5S4-30 SCREW 3. 16-28 L,...9 l 

3 5S1-29Kl STI TCJI LE~GTH REGLlLAT I t<iG SCREW l 

1 GB1235 Rl1BBER RI:\G 1 

5 5S4- 11D2 FEED REGULATOR l 

6 5S4- 12 HINGE PI l 

7 22T2002 SCREW 15 64- 28 L=IO. 5 l 

8 5S4- 14 FEED REGLLATOR CO~ECTING ROD l 

9 5S4- 13 FEED REGLLATOI~ CONNECT! 'G ROD l 

10 5S4- UDI SCREW 11 /64- 40 L=5 1 

11 5S4- 1 ID2 SCREW 11 64-40 L=7 l 

12 5S4- l8G FEED ECCENTRIC CAM ASM. l 

13 5S4-18G6 SCREW 9 61 40 L=7 (2) 

14 5S4- J8Gl SCREW II 64-40 L=S. 7 (3) 
-

15 5S4-18G4 SCREW l 4-40 L=l 1 (2) 

16 5S4-20 FEED ROCKER SHAFT CONNECTING R l 

17 9241 23 BEARI\'G B l 

18 5S4- 231 CO'ITROL LEVER SHArT 1 

19 5S4-15E2 CRA~K AS\!. 1 

20 5S4-15El SCREW 3 16-28 L=12 (1) 

21 61-01-01/ B3 SCREW 15/ 64- 28 L=7 l 

22 5S4- l5E3 SCREW 11 64-40 L=S.5 1 

23 5S 1- 24 SCREW 3 16-32 L=6.5 2 

24 5S4- 16 TENSION SPRII\G SLiSPENSIO, STUD 1 

25 5S4-46 TENSIO:-. SPRII\G l 

26 5S4-47 SUSPENSION BRACKET 1 

27 :iS4-48 SCREW 11/ 64-40 L 10.5 1 

28 5S4-55TI FEED DRIVING ROCKER 1 

29 5S4-04C2 SCREW 15/ 64- 28 L=7 l 

30 5S4- 01C2 SCREW 3/ 16-32 L=6.5 1 

31 5S4- 51 FEED DRIVJ G ROCKER HI 'GE PIN 1 

32 5S4-5I FEED DRIV ING ROCKER HINGE PIN 1 

33 5S4-48 SCREW 11 / 64-40 L=l0. 5 l 

34 5S4 5·1 FEED DRTVII\G ROCKER ARM HfNGE l 

35 JO.OS I SCREW 15/ 64- 28 L=7 1 

36 5S4-53 FEED DRIVING ROCKER ARM. 1 

37 5S4-52 ROCKER ARM CO\'\"ECTING PI 1 

38 22T6-008D3 SCREW 11 / 64-40 L 12 1 

39 5S4-45Rl FEED ROCKER SHAFT CRANK ASM. 1 

10 61-01 01 / B5 SCREW 3/ 16- 28 L=15.5 (1) 

41 5S4- 49 CO.~TECT I NG ROD 1 

42 5S4- 42 Hl"GE SCREW D=lO. 2 H=7 l 

11 'l 5S4- 43 NUT 9/ 32- 28 1 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

5. FEED MECHANISM COIIPONENTS (1) 

REF. NO PART NO. DESCRIPTION QTY RM 

44 5S4-22 ROCKER ARM CONNECTING ROD 1 
45 5S4-21112 HINGE SCREW 0=5 H=4 l 
46 WZ-05415LO- KP WAVED WASHER 5.4X9. 0X0.3 l 
47 5S4-2 1113 NUT 3/ 16-28 l 
48 5S4-2IHL CONTROL LEVER CRA~1( ASM. l 
49 5S4- 15El SCREW 3/16-28 L=l2 (1) 
50 61- 04-01/B3 SCREW 15/ 64-28 L=7 1 
51 5S4-31L3 REVERSE FEED CONTROL LEVER l 
52 5S4-31L2 SCREW 1/ 4-40 L=JO l 
53 5S4-31Ll SCREW 1/ 4-40 L=8 l 
54 GB1235 REUBBER RING l 
55 GB95 WAVED WASHER l 
56 5S4- 32M2 STOPPER l 
57 5S4-32M3 SCREW 1 

58 5S4-32Ml LEVER STOPPER RUBBER CAP l 
59 5S4-33 1'.lJT 15/ 64- 28 1 
60 5S4-34 WASHER 6.2X l3Xl 1 
61 21T3-003 SCREW 9/ 64-40 L=5 l 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

6. FEED MECHANISII COMPONENTS (2) 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

6.FEED MECHANISM COMPONENTS(2) 

REF. 0 PART 0. DESCRIPTION QTY RM 

1 5S4-07 FEED DOG I 

2 5S4-09 SCREW 11/ 64-40 L=14 I 

3 5S4-08 WASHER 4.8X8. 4X0.8 I 

4 5S6- 0JA5 FEED BAR L 
5 5S4-37PL FEED BAR SHAFT L 
6 5S4- 05 SCREW 1/ 8-44 L=5 l 

7 5S4-06 COUNTER-SUNK WASHER l 

8 6Al-08 SCREW 9/ 64- 40 L=7. 5 2 
9 5S4-36 '2 FEED ROCKER ASM. I 

10 5S4- 36Nl SCREW 3116-28 L=L8 (1) 
11 5S4-08 WASHER 1. 8X8. 4XO. 8 (I ) 

12 5S4-21H3 'JUT 3/ 16-28 (1) 

13 5S4-37P2 OIL WICK 0.3 
14 5S4 35 BUSIIJ NG,FRONT l 

15 5S4-50Sl FEED ROCKER SHAFT I 

16 5S4-40Ql MAIN SIIAFT THRCST COLLAR ASM. 2 
17 22T2-00B2 SCREW 1/ 4-40 L=6 (4) 
18 JO.OBI SCREW 15/ 64-28 L=7 L 
19 5S4-44 BUSIII G,REAR l 

20 5S4-42 HINGE SCREW D=l O. 2 H=7 I 
21 5S4-43 NUT 9/ 32-28 L 

22 RC-0150001- KP RETA! l'lG RING 13.8 L 
23 5S4-5S2 OIL WICK 0. 2 
24 5S4-39 FEED DRIVl G SILAFT l 

25 5S4-10 FEED ROCKER SHAFT BUSHING.FRO l 

26 D6-26 FEED PAR LINK ASM. 1 

27 SS-8110410- TP SCREW ll / 64-40 L=3.5 I 

28 5S4-0LAI FEED ROCKER SHAFT CRANK ASM. l 
29 5S4- 0LA2 SCREW 3/ 16- 32 L=12 (2) . 
30 D6-30 DlFFERENTIAL FEED ROCKER SHAFT 1 
31 5S4-03B2 OIL WICK 0.2 
32 5S4-10 FEED ROCKER SHAFT BUSHlNG, FRO l 

33 JO. 040 SCREW 15/ 64-28 L=7 l 

34 5S4-38 OTL WICK 0.2 
35 5S4-40QL MAIN SHAFT THRUST COLLAR ASM. l 

36 22T3-002B2 SCREW 1/ 4- 40 L=6 (2) 
37 5S4-44 BUSHING, REAR 1 
38 J0.081 SCREW 15/ 64- 28 L=7 J 
39 5S4-17Fl FEED DRIVING SHAFT CRANK ASM. 1 
40 61-04-01/ 85 SCREW 3/ 16-28 L=l5.5 (l) 

41 5S4- 19 FEED DRIVING SILAFT CONNECTING 1 
42 924 1/ 24 NEEDLE BEARI G l 

43 5S4- 07- A FEED DOG ( I-NEEDLE) 1 SPECIAL ORDER PART 
44 5S4-07-D FEED DOG (D) 1 SPECIAL ORDER PART 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

7.THREAD SPREADER COMPONENTS 

I 

4 5 
r_/ ________ , 

: 3 2; ~ 
I ,-....____,,...--,.. I 

I I 

. ,~--. I 13· ......__, ,,, 
- I 
6 -----J 

. ~ 

~ a _ - ~ 

L-~ 9 

10 

42 

~ 39 

35 

t 

- 24 -

--r ~ __ ., V 
5 
LM9-

/ X . 
21 

22 

16 

--~17 

----18 

27 

b 
r 

28 



From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

7. THREAD SPREADER COMPONENTS 

REF. NO PART 0. DESCRIPTION QTY RM 

1 D7- l- l THREAD SPREADER ECCENTRIC ASM 1 
2 D5S4-18G4 SCREW 15/ 64-28 L=7 (2) 
3 D5S4- 18G6 SCREW 1/8-44 L=7.5 (2) 
4 D924! / 23 BEARING 1 
5 D7-5 LEFT & RIGHT DRIVlNG ROD A 1 
6 07-6 PJN ASM. 1 
7 07- 7 OIL WICK (0. L) 
8 07-8 SCREW 11 / 6 HO L=3. 5 1 
9 07-9 LEFT & RIGIIT DR1VT G ROD (B)AS l 
10 07- 10 IIINGE SCREW 0=4. 5 H=7 (1) 

11 07- 11 SCREW l! 64- 40 L=I0.5 (1) 
12 D7- 12 FORE & AFT DRIVING ROD ASM. 1 
13 D7 13 BUSIII\G, UPPER 1 
14 07-14 MOt.:NTI \G, BASE 1 
15 D7-15 SCREW M6 L 20 2 
16 D7- 16 BUSll 1 'IG, LOWER 1 
17 D7- 17 SCREW 15 /64- 28 L 7 1 
18 07- 18 LEFT & RJGIIT DRIVING SHAFT l 

19 07- 19 SLIDE BLOCK BRACKET l 
20 07- 20 SCREW 11 / 64-40 L=JO. 5 (1) 

21 5S2- I SQUARE BLOCK 1 
22 07-22 SLIDE ROLLER STUD 1 
23 07-23 NUT 3/ 16-28 l 
24 07-24 WASHER 5XI0.5Xl l 
25 5S4-06 COUNTER-SU 'K WASHER 1 
26 5S4-05 SCREW 1/8 ·44 L=5 1 
27 07-27 BUSHING,REAR l 
28 07-28 SCREW 15 '64-28 L=7 1 
29 07-29 SLlDE BLOCK ASM. 1 
30 07-30 SCREW 3/ 16-28 L=l l. 5 (1) 

31 07-31 FORE & AFT DRIVING ARM ASM. 1 
32 D7-32 SCREW 3/ 16-28 L= l I. 5 (1) 

33 D7-33 PI 1 
34 D7-34 OIL WICK (0. 1) 
35 D7-35 NUT 3/ 16-28 1 

36 07-36 THREAD SPREADER DRIVING SHAFT 1 
37 D7-37 BUSIII NG,FRONT 1 
38 D7-38 SCREW 15/64-28 L=7 1 
39 D7-39 THREAD SPREADER DRIVING ARM AS 1 
40 D7-40 SCREW 3/ 16-28 L= ll .5 (1) 

41 07-41 SCREW 9/ 64- 40 L=4.5 (1) 

42 D7-42 THREAD SPREADER ASM. 1 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

8. LOOPER l NEEDLE GUARD COMPONENTS 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

8.LOOPER & NEEDLE GUARD COMPONENTS 
REF.:\O PART '\O. DESCRIPTION QTY RM 

1 5S5-0l LOOPER \IOL:--iTI\G B.\SE 1 2 5S5-02 SCREW 16 I =20 
4 3 5S5-30 LOOPER 
1 4 D8-4 LOOPER ROCKER ASM. I 5 JO.O. 71 SCRE~ 3 16- 28 L=Jl.5 (1) 6 D8-6 COLLAR (J) 7 08-7 SCREW 9 64-40 L=4.5 ( 1) 8 GB89.J- 2- 86 LOOPER DRIVII\G Ll\K SET RING l 9 5S5-0·l BUSIIT\G.REAR 

2 10 61-04- 01 84/Z l SCREW I L/61-10 L=3. 5 2 11 5S5-03A LOOPER ROCKER SHAFT ASM. l 12 6A3-23 SCREW 9 61 10 L=8.5 (4) 13 D8- J3 OIL WICK 0.2 14 5S5- 07 TRl\J\10\ 
l 15 5S5-05B LOOP CR CRA \K COVER ASM. J 16 5S5-0582 SCREW 9 61 10 L=2l. 2 (3) 17 22Tl -003C1 RlBBER Pl LG 1 18 D8- 18 OIL TlBI:. 0. l 19 5S5-09 LOOPER CRA. \K (~ I Tll SCREW) I 20 6A6-08A SCREW I 11 10 I =8 (2) 21 5S5- l0 LOOPER CRA\K ADJl'STII\G SCREW (1) 22 5S5-l l LOOPER CRA.\K DRIVI\G SHAFT l 23 5S5-12 BUSlll\G,FRO:-:T 

l 24 61-04- 01/ 89 SCREW 15 61- 28 L=7 L 25 5S5-13 8LS111'-;G, I\TERMEDI \TE 1 26 61 -04-01 89 SCREW 15164- 28 L=7 1 27 5S5- 20 GEAR, l-PPER 
1 28 6A6-08A SCRE~ I .J 10 I. 8 (2) 29 5S5-19 GEAR, LOWER 
1 30 6A6-08A SCREW 1 I 10 L=6 (2) 31 5A5-18 \EEDLC GLARD CAM 
l 32 6A6-08A SCREW 15 64-28 L=7 (2) 33 5S5- 17 \EEDI.L GLARD CRANK ROD 2 34 61-04-01 / 84/Z l SCREII 11 6 HO L=3. 5 2 35 5S5- 16 PI\ AS\!. 
1 36 D8-36 OIi WICK (0. I) 37 5S5- 16 Pl~ ASM. 
I 38 D8-38 OIL WICK 

(0. I) 39 5S5- 15 LOOP GLIDF ROCKER FORK I 40 22T6-008D3 SCREW II 64 40 L 12.8 (I) 41 D8-41 REAR NEEDLE GLARD ROCKER FORK 1 42 22T6-Q08D3 SCRFW 11 '61-10 1.=12. 8 (1) 43 5S5-22 I\EEDLE GLARD DRIVl'\G SHAFT l 44 5S5- 21 8USl1 11\G 
l 45 61- 01 OL B3 SCREW 15 6·1-28 L 7 1 46 08- 46 LOOP GU IDE. DR IV I \G SIIAFT AS\!. 1 47 D8-47 OIL WICK (0. 2) 48 5S5- 24 NEEDLr GUARD 1 49 5S5- 23 REAR I\EEDLE GUARD ROCKER ARM 1 50 22T6 OOIA16 SCREW 3 16 28 L=ll.5 (1) 51 JO. 0. 12 SCREW 9. 64 40 l.=8. 5 (1) 52 D8-52 LOOP Gl IDE 

1 53 D8- 53 SCRFW 9 61 10 L::.1. 5 2 54 08- 51 \\ASHER 3. 7X7Xl 2 55 08- 55 LOOP GLIDE ROCKER ARM 1 56 08-56 SCREW 3 16· 28 1=11.5 (1) 57 DB- 57 ~EEDLE GUARD 
I SPECIAL ORDER PART 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

9.THREAD TENSION CONTROLLE ----=::_R wCOMPONENTS 
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From the library of Superior Sewing Machine & Supply LLC - www.supsew.com

9.THREAD TENSION CONTROLLER COMPONENTS 

REF. 'O PART NO. DESCRIPTION QTY RM 

I 5S6-01A LOOPER THREAD TENSION ASM. l 
2 5S6-0IA8 TE\SIO\ \l T (1) 
3 5S6-0IA6 LOOPER THREAD TE\SIO\/ SPRJ\/G (1) 
4 5S6 OIA7 ROTATI~G STOPPER (1) 
5 5S6-0IA5 TENSJO:\ DISC (2) 
6 556 O!Al LOOPER THREAD TE~S10\/ POST (1) 
7 GB879-86 SPRING Pl\ 2.0XIO (1) 
8 556- 13D1 \'EEDLE THREAD TE\SION GUIDE PL (1) 
9 09-9 WASHER 8.5Xl8.0Xl.2 (1) 

10 5S6 OIA2 TENSJOl\ CONTROLLER INSTALLl1'G (1) 
11 09-11 SCREW 11 ' 6'1- '10 L=7 2 
12 5S6 02 LOOPER THRLAD TE\SIO\ RELEASE I 
13 09- 13 SCRFW 11 61 10 L - 1. 8 I 
14 D9 11 ll'ASIIER 7. IX 11. 8XO. 5 l 
15 D9 15 LOOPER TIIRrAD RELl'ASE SIIAFT AS 1 
16 5S6-03BI LOOPER THRl:AIJ RELEASE SHAFT (L) 
17 5S6-03B2, 84 TE:-..S I 0\ REI.I- ASE AR\1 AS\1. (I) 
18 556-0383 INUT 11 61 10 (1) 
19 GB3452. 1-82 RLBBER Rl\G ( l ) 
20 5S6- 04C2 TEf\SJON RELEASE ARM ASM. 1 
21 36T5-008E51101 SCREW 11 61 10 L-6. 5 (1) 
22 5S6 15 SPRf',G I 
23 5S6- 14 SLSPENSJO\ BRACKET l 
24 22Tl-004 SCREW II 61- 10 L=7 2 
25 5S6-05 TEf\S IO:-. RELEASE SIIAFT l 
26 G83452. 1-82 OIL SEAL Rl\G 1 
27 5S6-IO TE1'S I Ol\ REI.EASE SIIAFT SPACER l 
28 5S6-06 SPACE(A),FOR TNSTALLI1'G PLAT l 
29 5S6-08 SPACE (8), FOR Ho;STALLING PLAT l 
30 5S6-09 SCREW ll 64 40 L=25 I 
31 5S6-07 SCREW 11 6-1-10 L=l I l 
32 5S6- l l E-RING 6 l 
33 5S6- 12 NEEDLE THREAD TEXSION RELEASE 1 
34 6A3- l8 SCREW 11 6 I 10 J.:. I. 8 l 
35 5S6- 13D \/EEDLE THREAD TENSION ASM. l 
36 5S6-J3D3 THREAD TEI\S IO\ DI SK (2) 
37 556-0lAI LOOPER THREAD TENSION POST (1) 
38 5S6-1302 TE~S IO'\ THREAD GL JOE (1) 
39 5S6- 13Dl 1\EEDLF TIIREAD TE'.\SION GUIDE PL (1) 
40 5S6-01A2 TE',SION CO\TROLLER I STALL! G (1) 
41 5S6- 13D4 TENSIO. DI SC PRESSER TUBE (1) 
42 5S6- 13D5 TENSION SPRING (l ) 
;11 5S6- 13D7a THREAD TE\SION \/LT (1) 
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9.THREAD TENSION CONTROLLER COMPONHNTS 

REF. 'O PART NO. DESCRIPTION QTY RM 

44 5S6-13D6 ROTATI 'G STOPPER (1) 

45 5S6-21F LOOPER THREAD GUIDE ASM. l 

46 5S6-21F7 LOOPER THREAD GUIDE(B) (1) 

47 5S6-21F8 SCREW 1/ 8-44 L=2.5 (1) 

48 5S6-21FIO CAST-OFF WIRE (l) 

49 6A2-14 SCREW 1/ 8-44 L=4 (2) 

50 GB97.2-85 WASHER 3. 7X7Xl (2) 

51 5S6-21Fll THREAD GUIDE STOPPER SPRING (1) 

52 5S6-21F8 SCREW 1/8-44 L=2. 5 (2) 

53 5S6-21F6 THREAD GUIDE SPRING (l) 

54 5S6-21F3 THREAD GUIDE STID (1) 

55 5S6-03B3 NUT 11/ 64-40 (1) 

56 5S6-21F4 CAST-OFF PLATE (1) 

57 5S6-21F5 LOOPER THREAD GUIDE.RIGHT (1) 

58 5S6-21Fl LOPPER THREAD GUIDE.LEFT (l) 

59 5S6-21Fl COLLAR (4) 

60 22T8-004 SCREW 1/8-44 L=L2.5 (1) 

61 D9-61 LOOPER THREAD GUIDE (1) 

62 D9-62 SCREW 1 8-44 L=6.4 (2) 

63 N3-7-27 SCREW 11/ 64-40 L=5 2 

64 5S6-20E LOPPER THREAD TAKE-UP ASM. 1 

65 5S6- 19 SCREW 1 

66 D9-66 ARM I STALLING PLATE 1 

67 D9-67 SCREW Ll / 64-40 L=7 4 

68 D9-68 E- RING 4 L 

69 D9-69 HINGE SCREW 0=6.35 H=2. L L 

70 D9-70 THREAD TENSIO, RELEASE ASM. 1 

71 D9--71 RELEASE LEVER I STALLING ASM. 1 

72 D9--72 LOOPER THREAD GUIDE L 

73 D9-73 CORD PRESSER( l20V) 1 

74 D9-74 SCREW LL/ 64-40 L=7 1 
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10.THREAD TRDOfflR COMPONENTS 

REF. NO PART NO. DESCRIPTION QTY RM 

l 010-1 MOVlNG K,~IFE MOUNTING PLATE AS I 

2 010-2 MOVING KNIFE BASE ASM. 1 SPECIAL ORDER PART 

3 010-3 SCREW 9/ 64- 40 L=4.0 ~4) 

4 010-4 COUNTER KNIFE (1) 

5 01 0-5 MOVING KNIFE ASM. (1) 

6 010-6 COUNTER KNIFE ASM. (!) SPECIAL ORDER PART 

7 Dl0-7 COLLAR (1) 

8 010-8 E- Rl NG 2. 5 (1) 

9 010-9 MOUNTING PIATE (1) 

10 010- 10 nlREAD CLAMPING (1) 

11 010-1 I CLAMPI~G STOPPER PIN (2) 

12 010- 12 TIIREAD CLAMP ING SPRING (1) 

13 010- 13 THREAD CLAMPING SPRI NG B (1) SPECIAL ORDER PART 

14 D10-14 CLAMPING SCREW (1) 

15 010-15 MOUNT! G PLATE INST ALLI G BASE (1) 

]6 010- 16 SCREW 9/ 64-40 L=5 (2) 

]7 010- 17 SCREW 3/ 32-56 L=2.8 (1) 

18 010-18 OIL WICK IIOLDER (1) 

19 D10-19 OIL WICK (0. 2) 

20 010-20 KNIFE DRIVING SHAFT 1 

21 010-21 MOVING KNIFE BUSlllNG PI 1 

22 010-22 SCREW 15/ 64- 28 L=l9.0 2 

23 D10- 23 KN fFE DRIVING ARM ASM. 1 
24 D10- 24 SCREW 11/ 64-40 L=IO. 5 (1) 

25 D10-25 NUT M5 2 

26 DL0-26 THREAD- CUTTH-IG BALL JOINT ASM. l 

27 D10-27 KNIFE DRIVING ARM JOINT (I ) 

28 IJJ0-28 NUT M5 (2) 

29 010-29 CONNECTT G ROD (1) 

30 010-30 NUT M5 (2) 

31 010- 31 CAM THREAD RELEASE BLOCK (1) 

32 D10- 32 KNIFE DRIVING ARM JOINT (1) 

33 D10-33 SOLENOID 1 

35 010-35 SOLENOID INSTALLING PLATE (1) 

36 010-36 SCREW 11/ 64-40 L=7 (3) 

37 010-37 PLU GER (1) 

38 D10-38 URETHANE TUBE 6X8 TRANSPARENT 0. 12 

39 D10-39 E- Rl 'G 4 2 

40 010-40 CONNECTING PIN l 

41 D10-41 CORD HOLDER 1 

42 D1 0-42 SCREW 11/ 64- 40 L=8. 5 l 

43 010-43 PIN CONTACT 2 

dd 010-44 WASHER 4.8X8.4X0. 8 ?. 
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10. THREAD TRIDER COMPONENTS 

REF.~O PART NO. DESCRIPTION QTY RM 

45 Dl0-45 SCREW 11/ 64- 40 L=l0.5 2 
46 Dl0- 16 SCREW 11 / 64-40 L=7 2 

47 DlO-H SOLENOID HOLDER I 

48 DI0-,18 WASHER 5Xl0.5Xl 1 

49 Dl0- 19 THREAD TRIMMER LEVER ASM. I 
50 DI0-50 NUT 3/ 16-28 l 

51 DJ0-51 SCREW 11/ 64-40 L=8 2 
52 DI0-52 ROI LER INSTALLING PLATE l 
53 Dl0-53 ROLLER 1 
54 DI0-54 HINGE SCREW D=6 11=4. 5 l 

55 Dl0-55 HI\GE SCREW D=7. 91 11=15. 0 l 
56 DI0-56 THREAD 1 RI \HIER LEVER MOUNT ING l 
57 DI0-57 SCREW 15, 64-28 L=l4 2 
58 DI0-58 SAFETY CAM ASM. 1 

59 DI0-59 SCREW 15 64 28 L=l0. 5 (2) 
60 DIO 60 TE.11/SIO:,. SPRI~G 1 
61 DJ0-61 SLSPE~S10, BRACKET l 
62 DJ0-62 SCRFW II 64 40 L 7.0 J 

63 01 0-63 THREAD TRIMMER STOPPER 1 
6·1 DI0-64 SCREW 15/ 64- 28 L=12 2 
65 DI0- 65 SCREW 11 / 64 40 L=7.8 2 
66 D10-66 K.'HFE DRIVING FORK ASM. 1 
67 DJ 0-67 SCREW 11 / 64-40 L=I0.5 (1) 
68 Dl0-68 SCREW 15 64- 28 L=lO l 
69 010-69 HOUS I NG I ·1P 1 
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11. THREAD DRAW OUT SOLENOID COMPONENTS 
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11. THREAD DRAW OUT SOLENOID COMPONENTS 

REF. '10 PART :-.o. DESCRIPTION QTY RM 

I DI 1-1 THREAD DRAW OUT WIRE ASM. l 
2 Dll -2 THREAD GLIDE PI!\ ( I ) 
3 Dll-3 SCREW I 18-4'1 L=2.8 (2) 
4 DI 1-4 Gl IDE PI\ IIOLDER (l) 
5 DI 1-5 WIRE TLBE (l) 
6 Dll-6 THREAD DRAW OUT WIRE ASM. (1) 
7 DI 1-7 WI RE IIOLDER (1) 
8 DI 1-8 WIRE \IOL1'Tll\G PLATE (1) 
9 Dll -9 WIRF GLJDE (2) 
10 Dll-10 SCRl:.11 I '8-11 L=4 (2) 
II Dll- 11 WI\SIIER 3. 7'<7X I (2) 
12 Dll-12 ~T 9/64-•10 (2) 
13 Dll-13 SPRING (1) 
14 Dll-14 TLBE HOLDER (I) 
15 Dll-15 SCREW 11 6 HO L-5 ( 1) 
16 DI 1- 16 ~CREW 11 61-10 L=5 l 
17 Dll-17 SCREW II 61-10 L=5 2 
18 DlJ-I8 WIRE DRAWI\G LIXK I 
19 Dll-19 SCREW 11 64-40 L=5 l 
20 DI 1-20 LINK B l 
21 DI 1-21 HINGE SCREW D=•I. 50 11=2. I 4 
22 Dll- 22 THREAD DRAW OUT LEVER l 
23 Dll-23 SCREW 9 6·1 10 L=3. 5 I 
24 Dll-2'1 LINK CO~NtCTl~G PLATE l 
25 DI 1-25 LI~K A l 
26 DI 1-26 THREAD DRAW OUT AR\! ASM. l 
27 DI 1-27 SCREW 11 6t-40 L=l0.5 ( 1) 
28 Dl 1-28 E-RI\G 6 1 
29 Dll 29 PLU!\'GER Pt:\ I 
30 DI 1-30 E-RlNG 2 
31 DI J-3 I SPRING WASHER 4. 1X7. 4Xl 2 
33 DI 1-33 THREAD DRAW OUT SOLENOID ASM. 1 
36 DI 1-36 THREAD DRAW OUT SOLENOID (1) 
37 011-37 PLUNGER (I) 
38 DI 1-38 SMP RI:\G 9 (1) 
39 DI 1-39 SPRJNG (1) 
40 DI 1- 40 WASHER (l) 
41 DlHI NUT M4XO. 7 (2) 
42 DJ 1-42 SPRII\G Wi\SIIER 4 (1) 
43 Dll-13 WIRE BLACK ( l. I ) 
44 Dll-44 CORD HOLDER (1) 
45 Dll-45 SCREW Ml L=6 (1) 
46 DII-46 SOLE/\0 ID COVER (1) 
47 Dll-I7 SCREW \II L=6 (2) 
50 Dll-50 SCREW M4 L=6 2 
51 D11-51 Pl'i CO'\TACT ?. 
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12.WIPHR COMPONENTS 
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12.WIPER COMPONENTS 

REF. 0 PART 0. DESCRIPTION QTY RM 

l Dl2- 1 MAGNET INSTALLING BASE COVER 1 
2 D12-2 SCREW ll/ 64-40 L=3. 2 3 
3 D12-3 MAGNET INSTALLING BASE 1 
4 D12-4 SCREW 11 / 64- 40 L=7 1 
5 Dl2-5 SCREW 11/ 64-40 L=7.8 1 
6 D12-6 SCREW M4 L=8 4 
7 D12-7 SCREW M3 2 
8 Dl2-8 BRACKET I STALLING COLLAR 2 
9 Dl2-9 SCREW 11/ 64-40 L=24 2 
II D12-l 1 SOLENOID 1 
13 Dl2- 13 SOLENOID (1) 
15 Dl2-15 PLUNGER (1) 
16 D12- J6 S AP RING 9 (1) 
17 D12- I7 SPRING (1) 
18 Dl2-J8 WASHER (1) 
19 Dl2-19 NUT M4XO. 7 (2) 
20 Dl2-20 SPRING WASHER 4 (1) 
21 Dl2-21 SWITCH (1) 
22 Dl2- 22 ELECTRIC WIRE, WIIITE (0. 1) 
24 Dl2- 24 CORD PRESSER(l20V) (1) 
25 D12-25 SCREW M4 L=6 (1) 
26 Dl2-26 WASHER (1) 
28 Dl2-28 PIN CONTACT 2 
29 DI2-29 WIPER LINK SHAFT.A 1 
30 Dl2-30 WIPER CUSHION 1 
31 Dl2- 31 E- RING 2. 5 3 
32 Dl2-32 CONNECTING LINE 1 
33 Dl2-33 WIPER DRIVI G SHAFT BRACKET 1 
34 DI2-34 WIPER DRIVING SHAFT 1 
35 Dl2-35 E- RING l 
36 DI2-36 WIPER ARM 1 
37 D12- 37 SCREW 9/ 64-40 L=6.8 2 
38 Dl2-38 WIPER 1 
39 Dl2-39 SCREW l/8-44 L=3.8 1 
40 Dl2-40 WASHER 3. 7X6X I 1 
41 Dl2-41 NEEDELE THREAD CLAMP BASE ASM. 1 SPECIAL ORDER PART 
42 Dl2-42 NEEDLE CLAMP BASE ASM. 1 
43 Dl2-43 NEEDLE CLAMP BASE (1) 
44 012-44 THREAD CLAMP (1) 
45 012-45 SCREW 1/8-44 L=4 (2) 
46 Dl2-46 WASHER 3. 7X7Xl (2) 
47 DJ2- 47 SPRING A (1) 
48 Dl2-48 SPRING B (1) 
49 D12-49 SCREW 1/ 8-44 L=2.5 (2) 
50 D12-50 THREAD CLAMP (1) SPECIAL ORDER PART 
51 Dl2-51 CABLE HOLDER 1 
52 D12-52 SCREW 11 / 64-40 L=7.8 1 
S1 D12-53 SCREW 9/ 64- 40 L=4.6 2 
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13.0IL LUBRICATION MECHANISM COMPONENTS 
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13.0IL LUBRICATION IIBCHANISII COMPONENTS 

REF.NO PART NO. DESCRIPTION QTY RM 

1 D5S7-01A3- A4 OIL RETURN TUBE ASM. 
I 

2 D5S7-05 OIL FELT PRESSER 1 
3 D5S7-01A2 OIL RETURN TUBE PRESSER PLATE 1 
4 D36T5-008E5 SCREW ll/ 64-40 L=7 1 
5 D5S7-09 PLUNGER 1 
6 D5S7-08 PLUNGER SPRING I 

7 D5S7-06 CONNECTING SCREW 2 
8 D22Tl-008111 OIL SIGHT WINDOW 1 
9 D22Tl-008H2 RUBBER RING 1 
10 D5S7-23 OIL GUARD I 

11 D5S7- 13 OIL PUMP INSTALLING COLLAR 3 
12 D13-12 MAIN SHAFT OIL TUBE 1 
13 D5S7- IOA RUBBER JOINT 2 
14 D5S7- 02 GEAR OIL PIPE 1 
15 D5S7-04 GUIDE 1 
16 36T5-008E5 SCREW 11 / 64-40 L=7 2 
17 D5S7-04 HOLDER l 
18 D13-18 SILIC.OIL LUBRICATING OILER A l SPECIAL ORDER PART 
19 Dl3-19 LUBRICATI G OIL PUMP ASM. 1 
20 D13-20 OIL PUMP INSTALLING BASE (1) 
21 D13-21 RUBBER JOINT (1) 
22 D13-22 RUBBER JOLNT (!) 
23 Dl3-23 LUBRICATING OIL PUMP ( L) 

24 D5S7- 18 OIL PUMP IMPELLER (1) 
25 D5S7-22 OTL PUMP IMPELLER COVER (1) 
26 D13-26 SCREW M3X0.5 L=lO (3) 
27 D13-27 WASHER (3) 
28 D13-28 NUT M3X0.5 {3) 
29 D13-29 LUBRICATlNG OIL PUMP COVER ( I ) 

30 Dl3-30 SCREW (5) 
31 D5S7- 14 SCREW 3/ 16- 28 L=30.0 3 
32 D5S7-03B1 LUBRICATING OIL P[PE l 
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14.OIL RESERVOIR & KNEE LIFTER COMPONENTS 
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14. 0IL RESERVOIR & KNEE LIFTER COMPONENTS 

REF.~O PART NO. DESCRIPTJON QTY RM 

l D13- 1 OIL RESERVOIR AS~l. I 
2 D13-2 OTL RESERvOIR AS~!. (1) 
3 D5S8 1 OIL RESERVOIR (1) 
4 D5S8-2 GASKET A (2) 
5 D5S8-7 GASKET B (1) 
6 D22T9-009 FELT CCSH ION (4) 
7 D5S8-5 SCREW 5/ 16- 24 L=lO (2) 
8 DGB3452. 1-82 RLBBER RI'{G (2) 
9 022T9-001AIO NUT M6 (2) 
10 D5S8 3 KNEE PRESS ROD (1) 
11 022T9-003B3 BRACKET /\SM. (1) 
12 SM-8063012-TR SCREW ,16 L=30 (I ) 
13 Dl3- L3 TIIRUST R 1 r-./G (1) 
14 D5S8-6 SPRl'{G 

(1) 
15 D22T9-001A8 KNEE LIFTER ROT~TION ARM ( 1) 
16 D36T7-008D2 SCREW ~16 L=J 7. 5 (1) 
17 22T9-00IA9 SCREW M6 L=30 (1) 
18 D22T9-003Bl KNEE PRESS LIFTER ROD I 
19 D5S8 ·I OIL RESERVOIR MAGNET 1 
20 229-31251 KNEE PAD PLATE ASM. 

l 
21 229-34301 KNEE PAD PLATE SUPPORT ( 1) 
22 D22T9 003B7 SCREW M6 L=12 ( I) 
23 229-34509 KNEE PAD PLATE COVER (I) 
24 D22T9-003B2 KNEE PAD UPRIGHT SHAFT (1) 
25 229-34400 KNEE PAD PLATE RUBBER (1) 
26 D22T9 003B5 KNEE PAD PLATE (1) 
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15.BELT COVER COMPONENTS 
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15.BELT COVER COMPONENTS 

REF.NO PART NO. DESCRIPTION QTY RM 

1 14- 1 MACHINE HINGE PLATE ASM. 2 

2 14-2 MACHINE HINGE PLATE 2 

3 14-3 NAIL 4 

4 14-4 NEEDLE 1 

5 14- 5 SCREW DRIVE (L) l 

6 14-6 SCREW DRIVE(M) 1 

7 14- 7 SCREW DRIVE (S) l 

8 14-8 MACIIINE REST PIN l 

9 14-9 LUBRICATING UNIT CASE ASM. 1 

10 14- 10 TWEEZER 1 

11 14-11 BELT-COVER A 1 

12 14-12 SCREW 2 

13 14- 13 WASHER 2 

14 14- 14 BELT-COVER B COVER ASM. 1 

15 14-15 SCREW 1 

16 14-16 BELT-COVER B 1 

17 14- 17 DRIVING BELT COVER WOOD SCREW 2 

18 14- 18 WOOD SCREW WASHER 2 
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16. QUADRUPLE-THREAD $POLL STAND ASM. 
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16. QUADRUPLE-THREAD SPOLL STAND ASM. 

REL \0 PART NO. DESCRIPTION QTY RM 

1 16-1 SPOOL REST ROD(LPPER) I 

2 16 2 SPOOL REST ROD(LOWER) (1) 

3 16-3 SPOOL RESTED JOINT (1) 

l 16-4 SPOOL REST ROD RUBBER CAP (1) 

5 16-5 THREAD GLIDE ASM. (2) 

6 16-6 TIIREAD GUIDE ASM JOINT (2) 

7 16-7 SCREW (2) 

8 16-8 TIIREAD GLIDE RING (6) 

9 16-9 TIIREAD Gt:IDE ARM HOLDER (1) 

10 16-10 SCREW (I) 

11 16-1 1 SCREW ( I) 

12 16-12 \1JT (2) 

13 16-13 THREAD Gl I DE ARM (1) 

14 16-14 TIIREAD GLIDE ARM HOLDER (1) 

15 16-15 LOWER THREAD GLIDE (1) 

16 16-16 SCREW (2) 

17 16-17 !\UT (2) 

18 16- 18 SPOOL REST AR\1 (2) 

19 16- 19 TIIREAD GUIDE ARM JOINT (2) 

20 16-20 SCREW (2) 

21 16-21 SPOOL REST (4) 

22 16-22 NLT (4) 

23 16-23 SPOOL Pl\ (4) 

24 16-24 SPRI'.G WASHER (4) 

25 16-25 WASHER (4) 

26 16-26 SPOOL CLSll1 ON 4 

27 16-27 WASHER 2 

28 16-28 SPRII\G WASHER 1· 

29 16-29 NUT 2 

30 16-30 RL'BBER WASHER 2 
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